
 

 

 

 

 

 

 
 

 

The Experts in Heat Shrink Products 
 
 

 

 

Heat Shrinkable Products and Components 
 

 

www.cablejointing.com.au 

  



 
 

 

  



CJS COMPANY PROFILE 

Cable Jointing Supplies is a company involved in the supply, engineering, and service to the 
electrical industry for the total Australasian region on heat shrinkable components. 

These products of the CJS brand name are used throughout the industry in the termination and 
jointing of low, medium, and high voltage cable for the reticulation of energy to industrial, 
mining, and domestic markets. 

As one of Australia's leading heat shrink supply companies, we provide our customers with 
industry leading high voltage and low voltage electrical cable joint kits, electrical termination 
and a huge range of electrical accessories and tools. Times and technology may have changed, 
but Cable Jointing Supplies' commitment to provide Australia's mining, industrial and 
commercial sector with the highest quality service and technology products has not. 

Cable Jointing Supplies also offer a 24 hour a day 7 days a week facility for breakdown service. 

Cable Jointing Supplies offers the complete range of products from Etched Tags & Components 
and ETC Australia. Each of these companies has a diverse range of products which are widely 
used in the mining Industry. 

Etched Tags & Components manufacture stainless steel identification labels and tags to all the 
mining, industrial and construction industry in Australia and exported overseas. The range of 
products also includes the plastic 2-Ply, or trefolyte type labels custom made to suit individual 
customers’ requirements. 

ETC Australia carries different types of terminations which complement our range or high 
voltage heat shrink terminations kits. 

Dead break and load break elbows to suit the new more compact switchgear and transformers are 
kept in stock for fast turnaround times. 

Also available are transformer bushings, two- and three-way external bushings, dead end 
caps & surge arresters, pre-moulded termination kits ranging from 11kV to 132kV, connex 
type connections. etc. 

At Cable Jointing Supplies our sales team and staff are comprised of very talented and 
professional members and come with many years of experience in all major areas for the high 
and low voltage heat shrink business.  Our business thrives on our services and commitment to 
our customers. 

Our customers demand the best service and CJS commits to providing that service plus product 
quality and competitive prices. 



 
 

 

INDEX 
 

36 Abrasive Cloth Roll   

4 Adhesive Dual Wall Heat Shrink DWT  

125 Adhesive Dual Wall Heat Shrink – Technical Data DWT  

6 Adhesive Heavy Wall Tube  HWT  

126 Adhesive Heavy Wall Tube – Technical Data HWT  

5 Adhesive Medium Wall Tube  MWT  

126 Adhesive Medium Wall Tube – Technical Data MWT  

85 AMB Shear Bolt Mechanical Connectors AMB  

86 AML Shear Bolt Mechanical Lugs AML  

2 Assorted Heat Shrink Packs XLP  

81 – 84  Bi-Metal Compression Links & Lugs BI-METAL  

42 Bootlace Pins – Ferrules BLP  

132 Bootlace Pins – Technical Data  BLP  

14 Bore Pump Kits BPK  

88 Brass Tunnel Shear Connectors & Split Bolt Connectors BTSC, S/B  

99 Breakout Kit 3-Way CJS-BOK  

40 Bullet Heat Shrink Terminals HS-DS-NB  

63 Cable Cleaning Solvent CCS-500  

65 Cable Lube CABLUBE  

133 Cable Lube – Technical Data CABLUBE  

7 Cable Repair Sleeves WSRS  

127 Cable Repair Sleeves – Technical Data WSRS  

66 – 68 Cable Socks 
LCG, DCG, TCG, 
OCG 

 

64 Cam Buckle Tie Down Straps STRAP  

15 – 16  Cast Resin Kits, Resin Packs CRK, RP  

130 Cast Resin Kits - Technical Data CRK  

22 Cold Shrink Bore Pump Kit CSBPK  

21 Cold Shrink End Caps CSEC  

133 Cold Shrink End Caps – Technical Data CSEC  

111 – 112  Cold Shrink Joints CSTO  

113 Cold Shrink Silicone Straight Terminations  CIT  

135 Cold Shrink Silicone Straight Terminations - Technical Data CIT  

106 – 110  Cold Shrink Termination Kits CSTO  

134 Cold Shrink Terminations and Joints - Technical Data CSTO  

20 Cold Shrink Tube CS  

133 Cold Shrink Tube - Technical Data CS  

119 – 120  Composite Support Insulator HSI  

34 Constant Force Roll Springs RS  

87 
Conventional “C” Connectors, Wide Jaw “C” Connectors &  

CACC, CACD, CACE 
 

Multi Fit Cace “C” Crimp   

76 – 80  Copper Crimp Links, Barrier Links, AL Links, Reducing Links LINKS, CRL  

124 Copper Lugs & Links - Technical Data LUGS, LINKS  

69 – 75 Copper Lugs, Bell Mouth Lugs, Circuit Breaker Lugs, Long Barrell LUGS  



 

 
 

INDEX 
Cont. 

 

89 Crimping Terminal Kit CJS-CTK 

19 Cross-Linked Low Voltage Heat Shrinkable Insulation Tape LVHT 

129 
Cross-Linked Low Voltage Heat Shrinkable Insulation Tape - Technical 
Data 

LVHT 

122 – 123  Dead Breaks, Surge Arrestors DB, SA 

90 Electrical Jointing Compound (AL Oxide Paste) ALUMINOX 

3 Green/Yellow Soft Wall Tube CJS-GY 

125 Green/Yellow Soft Wall Tube – Technical Data CJS-GY 

114 Halogen Free Busbar Insulation Tube BBT 

132 Halogen Free Busbar Insulation Tube – Technical Data BBT 

8 Heat Shrink Cable End Caps EC 

127 Heat Shrink Cable End Caps – Technical Data EC 

41 Heat Shrink Solder Splice Connectors HSST 

115 High Voltage Busbar Tape  HVBT 

132 High Voltage Busbar Tape – Technical Data HVBT 

9 – 10  Low Voltage Cable Breakouts LVCBR 

127 Low Voltage Cable Breakouts – Technical Data LVBCR 

128 
Low Voltage Heat Shrink Cable Termination Kits 0.6/1Kv – Technical 
Data 

LVT 

11 Low Voltage Heat Shrinkable Cable Termination Kits 0.6 – 1kV LVT 

12 – 13  Low Voltage Heat Shrinkable Joints 0.6 – 1kV MA7, EG 

129 Low Voltage Heat Shrinkable Joints 0.6/1kV – Technical Data MA7, EG, BPK 

91 – 98  Medium Voltage Cable Termination Kits Up To 36kV CJS-HVT 

117 – 118  Medium Voltage Cold Applied Bushing Protection Boots SB-XT, HTB/T 

100 – 105  Medium Voltage Inline Joints Up To 36kV CJS-HVJ 

116 Medium Voltage Right Angled & Straight Boots CJS-RAB, CJS-RILB 

133 Medium Voltage Right Angled & Straight Boots – Technical Data CJS-RAB, CJS-RILB 

18 Non-Shrinkable PVC Tube SPAG 

128 Non-Shrinkable PVC Tube – Technical Data SPAG 

31 – 32  Nylon Coated & Stainless-Steel Cable Ties, Cable Tie Tools SSCT, SSPCCT 

30 Nylon Halogen Free Cable Ties NCT 

23 – 29   Plyon Tapes PLY 

131 Plyon Tapes – Technical Data PLY 

121 Pole Mounting Brackets, Cable Clamps & Armour Rings PMB, CC, AR 

43 Pre-Insulated Terminal Kit CJS-PITKIT 

37 – 39  Pre-Insulated Terminals RV, SV, BV 

17 Silicone Fibre Glass Sleeve SGS 

128 Silicone Fibre Glass Sleeve – Technical Data SGS 

1 Soft Wall Tube CJS-ST 

125 Soft Wall Tube – Technical Data CJS-ST 

33 Stainless Steel Hose Clamps HC 

35 Tin Copper Braid TCB 

44 – 62  Tools & Crimp Dies TOOL, DIE 





 

1 
 

 
SOFT WALL TUBE 

CJS-ST 
 
 

  
 
 
 

 
Features 

 Flexible 

 Cross linked polyolefin 

 Outstanding physical & chemical properties 

 Highly flame retardant-Low Smoke  

 Halogen free 

 Excellent electrical properties 

 Operating temperature: -45oC to 125oC 

 Shrink temperature: 120oC 

 RoHS compliant 

 

CATALOGUE 
NO 

SIZE 
(mm) 

AS SUPPLIED AFTER RECOVERY STANDARD PACKAGE 
LAID 
FLAT 
(mm) 

Internal 
Diameter (mm) 

Internal 
Diameter 

(mm) 

Wall Thickness 
Nom (mm) 

Standard 
Length (mm) 

Spool Length 
(mtr) 

CJS-ST1 1 1.5+0.2 0.65 0.28 1200 200  

CJS-ST1.5 1.5 2.0+0.2 0.85 0.32 1200 200  

CJS-ST2.5 2.5 3.0+0.2 1.3 0.38 1200 200 5 

CJS-ST3.5 3.5 4.0+0.2 1.8 0.42 1200 200 7 

CJS-ST5 5 5.5+0.2 2.5 0.55 1200 100 9 

CJS-ST7 7 7.5+0.3 3.5 0.55 1200 50 12.5 

CJS-ST10 10 10.5+0.3 5 0.6 1200 50 17 

CJS-ST13 13 13.5+0.3 6.5 0.65 1200 50 22 

CJS-ST20 20 21.0+0.5 10 0.8 1200 50 34 

CJS-ST25 25 26.0+0.5 12.5 0.9 1200 50 42 

CJS-ST30 30 31.5+1.0 15 0.95 1200 50 48 

CJS-ST40 40 41.5+1.0 20 1 1200 25 65 

CJS-ST50 50 50 25 1 1200 25 82 

CJS-ST70 70 70 36 1.3 1200 15 112 

CJS-ST100 100 100 51 1.46 1200 15 152 
CJS-ST150 150 150 76 1.56 1200 15 237 

** Standard Packaging: Spool or Length (shown above) 

 

** MORE COLOURS AVAILABLE ** 
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ASSORTED HEAT SHRINK PACKS 

 

 
 

CATALOGUE NO SIZE (mm) COLOURS QTY IN KIT 

XLP-BAG-2.5-25 2.5 – 20 R, W, B, BK & GY 110 x 300mm 

 
 

 
 
 
 
 
 
 
 

CATALOGUE NO SIZE (mm) COLOURS QTY IN KIT 

XLP-BAG-BLK-2.5-25 2.5 – 20 Black 110 x 300mm 

 

 
 
 

CATALOGUE NO SIZE (mm) COLOURS QTY IN KIT 

CJS-XLPC-BOX-150 5 – 25 R, W, B, BK & GY 125 x 150mm 

 
 
 
 
 
 
 
 

CATALOGUE NO SIZE (mm) COLOURS QTY IN KIT 

CJS-XLPB-BOX150 5 – 25 Black 108 x 150mm 
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GREEN/YELLOW SOFT WALL TUBE 

CJS-GY 
 

 
 
 
 
  
 
 
 
 
 
 
 
 
 
Outstanding physical, chemical, and electrical properties make it easy to install and identify ground connectors. 
 
Features 

 Flexible 

 Crossed linked polyolefin 

 Outstanding physical & chemical properties 

 Highly flame retardant 

 Excellent electrical properties 

 Operating temperature: -55oC to 125oC 

 Shrink temperature: 120oC 

 RoHS compliant 

 Phase identification (earth wire identification for GY) 

 

CATALOGUE 
NO 

SIZE 
(mm) 

AS SUPPLIED AFTER RECOVERY STANDARD PACKAGE 

Internal 
Diameter 

(mm) 

Wall 
Thickness 

(mm) 

Internal 
Diameter 

(mm) 

Wall 
Thickness 
Nom (mm) 

Standard 
Length 
(mm) 

Spool 
Length 
(mtr) 

CJS-GY3 3.0 3.5+0.4 0.18+0.08 <1.50 0.40+0.10 1200 200 

CJS-GY6 6.0 6.5+0.4 0.28+0.08 <3.00 0.55+0.10 1200 100 

CJS-GY8 8.0 8.5+0.5 0.28+0.10 <4.00 0.60+0.10 1200 100 

CJS-GY10 10 10.5+0.5 0.30+0.10 <5.00 0.60+0.10 1200 50 

CJS-GY13 13 13.5+0.5 0.35+0.12 <6.50 0.65+0.10 1200 50 

CJS-GY20 20 22.0+0.7 0.40+0.15 <10.00 0.82+0.15 1200 50 

CJS-GY25 25 26.0+0.7 0.55+0.15 <12.50 1.00+0.15 1200 50 

CJS-GY30 30 31.5+0.7 0.55+0.15 <15.00 1.05+0.15 1200 50 

CJS-GY40 40 41.5+0.7 0.55+0.15 <20.00 1.20+0.15 1200 25 

CJS-GY50 50 51.0+0.7 0.55+0.15 <25.00 1.20+0.15 1200 25 

CJS-GY80 80 >80+0.8 0.70+0.15 <40.00 1.70+0.20 1200 15 

CJS-GY120 120 >120+0.8 0.85+0.20 <60.00 2.20+0.20 1200 15 

** Standard Packaging: Spool or Length (shown above) 
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ADHESIVE DUAL WALL HEAT SHRINK 

DWT 
 

 
 
 
 
 
 
 
 
 
 
 
 
DWT adhesive lined heat shrink tubing has environmental sealing capability for a wide variety of electrical 
applications including automotive, marine wire harness, wire splices, breakouts, and connector-to-cable 
transitions. 
 
Features 

 3:1 Shrink ratio 

 Crossed linked polyolefin 

 Rated voltage 1000V 

 Longitudinal shrink ratio: <+8% 

 Flame retardant, inner adhesive self-extinguished 

 Super sealing against water and moisture 

 Chemical resistant and high dielectric strengths 

 Continuous operating temperature: -55oC – 125oC 

 Shrink temperature: 120oC 

 RoHS compliant 
 

 

 
 

CATALOGUE 
NO 

SIZE 
(mm) 

AS SUPPLIED AFTER RECOVERY 

STANDARD 
LENGTH (mm) 

Internal 
Diameter (mm) 

Internal 
Diameter 
Max (mm) 

Wall 
Thickness  

Nom (mm) 

Wall 
Thickness of 

Adhesive 
(mm) 

DWT3.2/0.6 3.2 3.2 0.6 0.90+0.15 0.35+0.10 1200 

DWT4.8/1.8 4.8 4.8 1.6 1.00+0.15 0.40+0.10 1200 

DWT6.4/2 6.4 6.4 2.0 1.25+0.15 0.45+0.12 1200 

DWT9.5/3 9.5 9.5 3.0 1.40+0.15 0.50+0.12 1200 

DWT12.7/4 12.7 12.7 4.2 1.70±0.15 0.50±0.12 1200 

DWT19/6 19.0 19.0 6.0 1.95+0.15 0.55+0.15 1200 

DWT24/8 24.0 24.0 8.0 2.05+0.20 0.55+0.15 1200 

DWT40/13 40.0 40.0 13.0 2.50+0.20 0.60+0.15 1200 

DWT50/17 50.0 50.0 17.0 2.80+0.25 0.70+0.15 1200 

DWT75/25 75.0 75.0 25.0 3.00+0.30 1.00+0.20 1200 

** Standard Colours: Black, Red & Clear. Other colours available upon request 
** For black DWT add “BLK” to end of code, same for clear (“CLR”) and red (“RD”) 
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ADHESIVE MEDIUM WALL TUBING 

MWT 
 
 
 
 
 
 
 
 
 
 
 
 

 
MWT is a medium wall heat shrink tubing with hot melt adhesive, having properties of excellent insulating, 
environmental sealing, resistant to impact and abrasions. It is designed for applications to seal and protect 
electrical splices; cable termination and joint kits where electrical insulation and waterproofing are required. A 
3:1 shrink ratio allows it to easily fit over irregular shapes and large connectors. 
 
Features 

 Flame retardant 

 Rated voltage 1000V 

 Operating temperature: -55oC to 110oC 

 Shrink temperature: 120oC 

 Excellent abrasion and impact resistant 

 High electrical insulation 

 Resistant to UV 

 

CATALOGUE NO 
AS SUPPLIED AFTER RECOVERY 

STANDARD 
LENGTH (mm) 

Internal 
Diameter (mm) 

Internal Diameter 
Max (mm) 

Wall Thickness  
Nom (mm) 

MWT8/2 8 2 1.7 1200 

MWT12/3 12 3 2.0 1200 

MWT16/5 16 5 2.5 1200 

MWT22/6 22 6 2.5 1200 

MWT28/6 28 6 2.5 1200 

MWT33/8 33 8 2.5 1200 

MWT40/12 40 12 2.5 1200 

MWT55/16 55 16 2.8 1200 

MWT75/22 75 22 3.0 1200 

MWT85/25 85 25 3.0 1200 

MWT115/34 115 34 3.3 1200 

MWT140/42 140 42 3.5 1200 

** Standard Colour: Black 
** Uncoated MWT available in 16/5, 22/6, 28/6, 40/12, 55/16 and 75/22 
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ADHESIVE HEAVY WALL TUBING 

HWT 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

HWT is designed for applications to seal and protect electrical splices, cable terminations and joints where 
electrical insulation and waterproofing are required. A 3:1 shrink ratio allows it to fit easily over irregular shapes 
and large connectors. 
 
Features 

 Flame retardant 

 Rated voltage 1000V 

 Operating temperature: -55oC to 110oC 

 Shrink temperature: 120oC 

 Supplied with hot melt coating 

 UV stabilised 
 

CATALOGUE NO 
AS SUPPLIED AFTER RECOVERY 

STANDARD 
LENGTH (mm) 

Internal 
Diameter (mm) 

Internal Diameter 
Max (mm) 

Wall Thickness  
Nom (mm) 

HWT9/3 9 3 1.8 1200 

HWT13/4 13 4 2.2 1200 

HWT22/6 22 6 2.7 1200 

HWT33/8 33 8 3.2 1200 

HWT40/12 40 12 4.1 1200 

HWT55/16 55 16 4.1 1200 

HWT75/22 75 22 4.1 1200 

HWT85/25 85 25 4.3 1200 

HWT100/29 100 29 4.3 1200 

HWT120/30 120 30 4.8 1200 

HWT130/36 130 36 4.3 1200 

HWT160/50 160 50 4.3 1200 

HWT180/60 180 60 4.3 1200 

** Standard Colour: Black 
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CABLE REPAIR SLEEVE 

WSRS 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

WSRS is a heat shrinkable wrap around sleeve that is used for repairing damaged cable over sheaths on various 
types of cable. They can also be used for protecting against corrosion on metallic parts of the cable that are 
exposed to the elements. 
 
Features 

 Provides excellent corrosion protection 

 UV and weather resistance 

 Supplied with hot melt coating 

 Continuous operating temperature -55oC to 120oC 

 Ideal for cable joint outer protection up to 36kV 
 

CATALOGUE NO 

AS SUPPLIED AFTER RECOVERY 
STANDARD 

LENGTH (mm) 
Internal 

Diameter 
(mm) 

Wall Thickness  
(mm) 

Internal 
Diameter Max 

(mm) 

Wall Thickness  
Nom (mm) 

WSRS-42/10 42 1.5 9 2.5 1000 

WSRS-55/15 57 1.5 13 2.5 1000 

WSRS-85/22 85 1.5 20 3.0 1000 

WSRS-108/27 110 1.5 27 3.0 1000 

WSRS-136/30 138 1.5 30 3.2 1000 

WSRS-155/50 156 1.5 50 3.2 1000 

WSRS-185/55 183 1.5 50 3.5 1000 

WSRS-210/55 212 1.5 55 3.5 1000 

** Can be supplied in longer lengths upon request 
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HEAT SHRINK END CAPS 

EC 
 
 
 
 
 
 
 
 
 
 
 
 
 

EC – End caps offer an economical means of sealing the end of power cables with a perfect watertight seal. The 
internal surface of the end cap has a layer of spiral coated hot melt adhesive which retains its flexible properties 
after recovery. EC end caps are recommended for applications in both open air and underground distribution 
cables with PVC, lead or XLPE sheaths. 
 
Features 

 Cross linked polyolefin 

 Excellent sealing properties 

 UV and weather resistant 

 Operating temperature: -5oC to 110oC 

 Minimum full recovery temperature: 120oC 
 

CATALOGUE NO SIZE  
AS SUPPLIED 

(mm) 
AFTER RECOVERY (mm) 

D* (min) A*(+10%) D*(+10%) L*(+10%) W*(+10%) 

EC-MINI-6/2 Mini – 6/2 6 25 2 30 1.0 

EC-MINI-9/3 Mini – 9/3 9 25 3 35 1.4 

EC-001 14/5 14 18 5 45 2.2 

EC-101 25/8.5 25 30 8.5 68 2.8 

EC-201 35/16 35 35 16 90 3.3 

EC-301 55/26 55 50 26 103 3.5 

EC-401 75/36 75 55 36 120 4.0 

EC-501 100/52 100 70 52 140 4.0 

EC-601 120/60 120 70 60 150 4.0 

EC-701 145/60 145 70 60 150 4.0 

EC-801 160/80 160 70 80 150 4.0 

** End Caps also available unglued upon request 
** End Caps also available with valves upon request 
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LOW VOLTAGE CABLE BREAKOUTS 

LVCBR 
 
 
 
 
 
 
 
 
 
 
 
 

Features 

 Low voltage cable breakouts 2 – 6 cores 

 Cross linked polyolefin 

 Excellent sealing properties 

 Adhesive lined 

 Operating Temperature: -55oC to 110oC 

 Minimum Shrink Temperature: 110oC 

 Minimum Full Recovery Temperature: 130oC 
 
The properties of electrically insulating, UV resistant and waterproofing make LVCBR’s widely used in the 
electrical power industry to provide insulation and sealing over the crutch of multi-core cables. 
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LOW VOLTAGE CABLE BREAKOUTS 

LVCBR 
 

 
 

  

CATALOGUE 
NO 

SIZE 
(mm) 

BIG END ID (mm) FINGER ID (mm) 
LENGTH 

THICKNESS AFTER 
SHRINK 

(+10%) (+20%) 

Before 
Shrink 

(D) 

After 
Shrink 

(D) 

Before 
Shrink (C) 

After Shrink 
(C) 

Total 
Length 

(L) 

Finger 
Length 

(F) 

Big End 
(Dw) 

Finger 
(1w) 

Thickness Thickness 

TWO CORE CABLE BREAKOUTS 

LVCBR 205 22/8 22 8 9 3.5 55 18 2.2 1.8 

LVCBR 210 30/12 30 12 14 4.5 93 23 2.6 2.2 

LVCBR 215 40/16 40 16 15 5 125 35 2.1 2.1 

LVCBR 220 60/23 60 23 25 7.5 155 45 2.6 2.6 

LVCBR 230 100/42 100 42 30 9 155 55 3.1 3.1 

LVCBR 240 150/75 150 75 20 6 170 64 3.8 3.8 

THREE CORE CABLE BREAKOUTS 

LVCBR 0413 38/16 38 17 14 4.5 98 23 2.7 2.7 

LVCBR 0820 60/24 60 25 25 8 165 50 3.0 2.5 

LVCBR 1330 80/36 80 38 35 11 185 55 3.5 3.5 

LVCBR 2145 110/48 110 50 46 17.5 250 65 4.0 4.0 

LVCBR 2755 140/70 140 70 62 26 280 70 4.0 4.0 

FOUR CORE CABLE BREAKOUTS 

LVCBR 0415 40/15 42 15 14 3.5 105 26 2.2 2.0 

LVCBR 0821 55/21 55 21 20 5 150 40 3.1 2.6 

LVCBR 0925 65/26 65 26 26 7 175 45 3.3 2.9 

LVCBR 1334 90/37 90 37 32 9 190 60 4.0 3.0 

LVCBR 2454 125/52 130 52 52 15 240 75 4.0 4.0 

FIVE CORE CABLE BREAKOUTS 

LVCBR 510 40/19 40 19 13 4 98 25 2.5 2.0 

LVCBR 520 55/24 55 24 18 5 155 40 3.2 2.6 

LVCBR 530 80/33 80 33 26 8 175 53 3.0 2.8 

LVCBR 540 100/42 100 42 34 10 190 60 3.0 3.0 

SIX CORE CABLE BREAKOUTS 

LVCBR  6S 80/37 85 37 25 7 140 30 3.2 2.6 

LVCBR  6L 105/54 105 50 BIG FINGER SMALL 
FINGER 

200 40 3.2 2.6 

54 18 30 12 

- -

I I 
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LOW VOLTAGE HEAT SHRINK CABLE 

TERMINATION KITS 0.6/1kV 

LVT 
 

 
 
 

2 CORE LOW VOLTAGE TERMINATION KITS 

CATALOGUE NO CONDUCTOR SIZE mm2 NUMBER OF CORES 

CJS-LVT 2-1 6mm2 – 25mm2 2 

CJS-LVT 2-2 35mm2 – 70mm2 2 

CJS-LVT 2-3 95mm2 – 150mm2 2 

 

3 CORE LOW VOLTAGE TERMINATION KITS 

CATALOGUE NO CONDUCTOR SIZE mm2 NUMBER OF CORES 

CJS-LVT 3-1 6mm2 – 25mm2 3 

CJS-LVT 3-2 35mm2 – 70mm2 3 

CJS-LVT 3-3 95mm2 – 150mm2 3 

CJS-LVT 3-4 185mm2 – 300mm2 3 

 

4 CORE LOW VOLTAGE TERMINATION KITS 

CATALOGUE NO CONDUCTOR SIZE mm2 NUMBER OF CORES 

CJS-LVT 4-1 6mm2 – 25mm2 4 

CJS-LVT 4-2 35mm2 – 70mm2 4 

CJS-LVT 4-3 95mm2 – 150mm2 4 

CJS-LVT 4-4 185mm2 – 300mm2 4 

 
3 CORE LOW VOLTAGE PAPER TERMINATION KITS 

CATALOGUE NO CONDUCTOR SIZE mm2 NUMBER OF CORES 

CJS-LVT-P 3-1 25mm2 – 70mm2 3 

CJS-LVT-P 3-2 70mm2 – 120mm2 3 

CJS-LVT-P 3-3 120mm2 – 240mm2 3 

 

4 CORE LOW VOLTAGE PAPER TERMINATION KITS 

CATALOGUE NO CONDUCTOR SIZE mm2 NUMBER OF CORES 

CJS-LVT-P 4-1 6mm2 – 25mm2 4 

CJS-LVT-P 4-2 35mm2 – 70mm2 4 

CJS-LVT-P 4-3 70mm2 – 150mm2 4 

CJS-LVT-P 4-4 150mm2 – 240mm2 4 
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LOW VOLTAGE HEAT SHRINKABLE JOINTS 

 
 
 
 
 
 
 
 
 
 
 
 
 

Heat shrinkable technology is one of the world’s most simple and cost-effective jointing systems when 
connecting up to 1kV power cables. CJS heat shrink tubing will insulate a variety of cables with XLPE, PVC and 
MI/MIND paper insulated. All CJS kits are designed to be compact and range taking, resulting in lower cost, and 
reducing stock quantities. 
 
 

LOW VOLTAGE JOINTS FOR PLASTIC AND RUBBER MULTI CORE WITHOUT ARMOUR, WITH OR WITHOUT 
EARTH 

CATALOGUE NO CONDUCTOR SIZE mm2 NUMBER OF CORES 

CJS-M1* 1.5mm2 – 6mm2 2, 3, or 4 

CJS-M2* 10mm2 – 16mm2 2, 3, or 4 

CJS-M3* 16mm2 – 35mm2 2, 3, or 4 

CJS-M4 50mm2 – 70mm2 3 or 4 

CJS-M5 95mm2 – 150mm2 3 or 4 

CJS-M6 185mm2 – 300mm2 3 or 4 

* Suits armoured and unarmoured cables 

 
 

LOW VOLTAGE JOINTS FOR PLASTIC AND RUBBER MULTI CORE WITH ARMOUR (SWA), WITH OR WITHOUT 
EARTH 

CATALOGUE NO CONDUCTOR SIZE mm2 NUMBER OF CORES 

CJS-M1* 1.5mm2 – 6mm2 2, 3, or 4 

CJS-M2* 10mm2 – 16mm2 2, 3, or 4 

CJS-M3* 16mm2 – 35mm2 2, 3, or 4 

CJS-MA7 50mm2 – 70mm2 3 or 4 

CJS-MA8 95mm2 – 120mm2 3 or 4 

CJS-MA9 150mm2 – 185mm2 3 or 4 

CJS-MA10 240mm2 – 300mm2 3 or 4 

Also available with aluminium cannister for extra mechanical strength 

* Suits armoured and unarmoured cables 

 
 
 

 **NOTE ALL KITS EXCLUDE LINKS** 
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LOW VOLTAGE HEAT SHRINKABLE JOINTS 

 
 
 

LOW VOLTAGE JOINTS FOR SINGLE CORE CABLES 
(SINGLE OR DOUBLE INSULATED) 

CATALOGUE NO CONDUCTOR SIZE mm2 NUMBER OF CORES 

CJS-S1 1mm2 – 2.5mm2 1 

CJS-S2 4mm2 – 10mm2 1 

CJS-S3 16mm2 – 35mm2 1 

CJS-S4 50mm2 – 95mm2 1 

CJS-S5 120mm2 – 150mm2 1 

CJS-S6 185mm2 – 300mm2 1 

CJS-S7 400mm2 – 630mm2 1 

CJS-S8 630mm2 1 

 
 
 
 
 

LOW VOLTAGE CONTROL CABLE JOINTS  

CATALOGUE NO CONDUCTOR SIZE mm2 NUMBER OF CORES 

CJS-C1 2.5mm2 4 – 7 

CJS-C2 2.5mm2 8 – 14 

CJS-C3 2.5mm2 15 – 21 

CJS-C4 2.5mm2 22 – 40 

CJS-C5 2.5mm2 41 – 75 

Also available with aluminium cannister for extra mechanical strength 

 
 
 
 
 

LOW VOLTAGE EASTERN GOLDFIELEDS JOINTS  

CATALOGUE NO CONDUCTOR SIZE mm2 NUMBER OF CORES 

CJS-EG-1 1.5mm2 – 6mm2 2, 3 or 4 + E 

CJS-EG-2 10mm2 – 16mm2 2, 3 or 4 + E 

CJS-EG-3 16mm2 – 50mm2 2, 3 or 4 + E 

CJS-EG-4 50mm2 – 70mm2 2, 3 or 4 + E 

CJS-EG-5 95mm2 – 120mm2 2, 3 or 4 + E 

 
 
 

**NOTE ALL KITS EXCLUDE LINKS** 
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CJS-BPK HEAT SHRINK BORE PUMP KIT 

 
Heat shrinkable technology is one of the world’s most simple and cost-effective jointing systems when 
connecting onto 1kV power cables. CJS heat shrink tubing will insulate a variety of cables with XLPE, PVC and 
rubber cables. All CJS kits are designed to be compact and range taking resulting in lower costs and reducing 
stock quantities. 
 
Applications: 

 Designed to accommodate circular to flat cables for submersible pumps 

 Adhesive tubing is used in these kits to provide a watertight seal 

 BPK kits are developed especially for bore pumps and any underground cable repair applications 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

**NOTE BPK-3 & BPK-4 EXCLUDE LINKS** 
 
 
 
 
 
 

 

LOW VOLTAGE BORE PUMP KITS 

CATALOGUE NO CONDUCTOR SIZE mm2 NUMBER OF CORES 

NORMAL 

CJS-BPK1 1.5mm2 – 2.5mm2 2, 3 or 4 

CJS-BPK2 4mm2 – 6mm2 2, 3 or 4 

CJS-BPK3 6mm2 – 10mm2 2, 3 or 4 

CJS-BPK4 16mm2 – 35mm2 2, 3 or 4 
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DIMENSION CHART 

CRK 
 

CRK STRAIGHT JOINT 
 

 
CRK BRANCH JOINT (B SERIES) 

CRK BRANCH JOINT (PB-Y SERIES) 

 
 

LOW VOLTAGE RESIN PACKS 

CATALOGUE NO TYPE VOLUME OF RESIN (ml) 

RP-80 PU25-80 80 

RP-180 PU25-180 180 

RP-286 PU25-286 286 

RP-464 PU25-464 464 

RP-1LT PU25-1000 1000 

* Larger sizes available upon request 

 

CRK-C CONNECTOR 
The CRK-C was specially developed to divide the wire during the application of CRK resin kits. It is made of 
copper with a blue plastic insulation cover. 
 
 
 

 
 
 
 
 
 
 

CATALOGUE NO 
CABLE SIZE 

(mm) 
L (mm) 

COPPER TUBE 
DIAMETER (mm) 

COVER 
DIAMETER 

(mm) 

CRK-1-CONNECTOR 5 x 1.5 – 10 25 4 33 

CRK-2-CONNECTOR 5 x 16 – 35 40 7.5 42 

 
 

_ L._ 

::c 
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SILICONE FIBERGLASS SLEEVE 

SGS 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Silicone fiberglass sleeving, woven as sleeving by non-alkali fiberglass and coated with silicone in high 
temperature. It has excellent dielectric strengths, automatic quench, and softness, widely used in the insulation 
protection of internal line clusters in H&N machinery, household electrical appliances, electro heat devices, 
special illuminations, TV sets and electric instruments. 
 
 

CATALOGUE NO SIZE mm2 INSIDE DIAMETER 
(mm) 

2500V 
WALL 

THICKNESS 
(mm) 

LENGTH (mm) ROLL (mtr) 

SGS-12-1.5 1.5 1.5+0.20/-0 0.18 1200 100 

SGS-12-2.5 2.5 2.5+0.20/-0 0.18 1200 100 

SGS-12-3.5 3.5 3.5+0.23/-0 0.23 1200 100 

SGS-12-5 5.0 5.0+0.35/-0 0.28 1200 50 

SGS-12-7 7.0 7.0+0.50/-0 0.32 1200 50 

SGS-12-10 10.0 10+0.70/-0 0.43 1200 50 

SGS-12-12 12.0 12+0.70/-0 0.43 1200 50 

SGS-12-14 14.0 14+0.70/-0 0.43 1200 50 

SGS-12-16 16.0 16+0.70/-0 0.43 1200 50 

SGS-12-20 20.0 20+0.70/-0 0.43 1200 50 

* Standard colour white, other colours and sizes available up request. 

 
 

CJS CODE: SGS-12- “SIZE” (ADD “-4FT” FOR 1.2m LENGTHS) 
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NON-SHRINKABLE PVC TUBE 

SPAG 
 

 
 
 

With the excellent flexibility, mechanical and dielectric capability, flame resistant performance, PVC tubing is 
widely used in outside insulation protection of outgoing wires of electrical appliances, transformers, electrical 
motors or lighting equipment and electronic components. 
 
 

PVC NON-SHRINKABLE TUBE (105oC, - 600V) 

CATALOGUE NO SIZE (mm2) INTERAL DIAMETER (mm) WALL THICKNESS (mm) 

SPAG-1 1 1.0+0.2 0.5+0.05 

SPAG-1.5 1.5 1.5+0.2 0.5+0.05 

SPAG-2 2 2.0+0.2 0.5+0.05 

SPAG-3 3 3.0+0.2 0.5+0.05 

SPAG-4 4 4.0+0.3 0.5+0.05 

SPAG-6 6 6.0+0.3 0.5+0.05 

SPAG-10 10 10.0+0.5 0.5+0.05 

SPAG-12 12 12.0+0.5 0.6+0.05 

SPAG-14 14 14.0+0.5 0.6+0.05 

SPAG-16 16 16.0+0.5 0.5+0.05 

SPAG-20 20 20.0+0.5 0.5+0.05 

SPAG-25 25 25.0+0.5 0.5+0.05 

* Available in: Green (GSPAG), Black (BSPAG) and Clear (CSPAG) 
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CROSS-LINKED LOW VOLTAGE HEAT 

SHRINKABLE INSULATION TAPE 

LVHT 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

Cross-linked heat shrinkable insulation tape adopts cross-linked polyolefin and environmentally friendly heat 
melted adhesive that can be used for insulation, waterproofing and anti-corrosion purposes. 
 
Features: 

 Partial repair of the cable protective layers suffered by mechanical, heat damage, corrosion and 
breakages caused by organic solvent 

 Waterproof treatment at the ends of protective sleeves of heat shrinkable power cable joints 

 Anti-corrosion and seal of pipes 

 Insulation of bus bars in switchgear boards and power stations 

 Withstand temperature: -55oC-105oC 

 Shrink temperature: 100oC 

 Self-shrink ratio: >30% 
 
 

CATALOGUE NO 
STANDARD WIDTH 

(mm2) 
STANDARD THICKNESS 

(mm) 
STANDARD PACKAGE (m) 

LVHT-1” 25 0.8+0.1 5 

LVHT-2” 50 0.8+0.1 5 

* Standard colour black, other colours available upon request 
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EPDM COLD SHRINK TUBE 

 
 
 
 
 
 
 
 
 
 
EPMD Cold Shrink tubes are a series of open-ended, tubular rubber sleeves which are factory expanded and 
assembled onto a removeable core. They are supplied for field installation in this pre-stretched condition. The 
core is removed after the tube has been positioned for installation over an inline connection terminal link 
allowing the tube to shrink and form a waterproof seal. The insulating tube is made of EPMD rubber which 
contains no chlorides or sulphur. 
Features: 

 Simple installation, no special tools required 

 Accommodates a wide range of cables 

 No torches or heat required 

 Good thermal stability 

 Seals tight retains it resiliency and pressure even after prolonged years of ageing and exposure 

 Excellent wet electrical properties 

 Improved tough rubber formulation to withstand rough backfilling 

 Waterproof 

 Resists fungus 

 Resists acids and alkalis 

 Resists ozone and ultraviolet light 

CJS CODE 
Diameter              

(mm) 
Range of cable outer diameter,              

mm(inch)(min-max) 
Relaxed tube length, 

mm(inch) 

CS-2418-6 φ 18 7.8-14（0.31”-0.551” ） 152 ( 6” ) 

CS-2524-4 φ25 10-20（0.39"-0.79"） 100 ( 4” ) 

CS-2525S-8 φ25 2.5-20（0.097"-0.79"） 203 ( 8” ) 

CS-2525-8 φ25 10-20（0.39"-0.79"） 203 ( 8” ) 

CS-2525-12 φ25 10-20（0.39"-0.79"） 305 ( 12” ) 

CS-2635-4 φ25 10-20（0.39"-0.79"） 100 ( 4” ) 

CS-2635-9 φ35 14-30（0.55"-1.18"） 230 ( 9” ) 

CS-2635-11 φ35 14-30（0.55"-1.18"） 280 ( 11” ) 

CS-2740-12 φ40 17.5-33（0.69"-1.30"） 305 ( 12” ) 

CS-2740-16 φ40 17.5-33（0.69"-1.30"） 406 ( 16” ) 

CS-2740-18 φ40 17.5-33（0.69"-1.30"） 457 ( 18” ) 

CS-2853-6 φ53 25-46（0.98"-1.81"） 152 ( 6” ) 

CS-2853-12 φ53 25-46（0.98"-1.81"） 305 ( 12” ) 

CS-2853-18 φ53 25-46（0.98"-1.81"） 457 ( 18” ) 

CS-2970-6 φ70 32-63（1.26"-2.48"） 152 ( 6” ) 

CS-2970-9 φ70 32-63（1.26"-2.48"） 230 ( 9” ) 

CS-2970-12 φ70 32-63（1.26"-2.48"） 305 ( 12” ) 

CS-2970-18 φ70 32-63（1.26"-2.48"） 457 ( 18” ) 

CS-3104-9 Φ104 43-94（1.69"-3.70 "） 230 ( 9” ) 

CS-3104-20 Φ104 43-94（1.69"-3.70 "） 508 ( 20” ) 

CS-126-30 Φ126 54-119 (2.16”-4.68”) 762 ( 30” ) 
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COLD SHRINK END CAPS  

CSEC 
 
 
 
 

 
 
 
 

 
 
 
 
Product Description 
 
Cold Shrink End Caps environmentally seals and mechanically protects exposed cable ends using no tools, 
mastics, or tapes. They are close-ended, tubular rubber sleeves that are factory expanded and loaded onto a 
removable core. When positioned over the end of a cable or other cylindrical object, the core is removed to 
provide a reliable seal which protects your cable ends from environmental damage. They are easily installed and 
cleanly removable. Whether in transit from the manufacturer, stored in the cable yard or in process in a trench, 
your cable ends are protected from exposure to moisture, contamination, and corrosion. Four different end caps 
are available to accommodate a wide range of sizes. 
 
Features: 

 Simple and fast installation, no tools required 

 Accommodates size ranges from 11.6mm – 84.3mm 

 Seals tight retain resiliency and pressure even after prolonged years of ageing and exposure 

 Water-resistant 

 No mastic or tape required 

 No torches or heat required 

 Resists fungus 

 Resists acids and alkalis 

 Resists ozone 

 Easily removed 

 No training required for installation 
 
 

CATALOGUE NO 
ID AS SUPPLIED 

(mm)  

ID AFTER 
RECOVERY 

(mm)  

WALL THICKNESS 
AFTER RECOVERY  

APPLICATION 
RANGE (mm) 

LENGTH 
(mm) 

CSEC-1 20 10 2.5 12 – 18 80 

CSEC-2 28 13 2.5 16 – 22 80 

CSEC-3 47 20 2.5 22 – 40 80 

CSEC-4 88 46 3 50 – 80 80 
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CJS-COLD SHRINK BORE PUMP JOINTING KIT 

CSBPK 
 
CJS-CSBPK has been designed for multi-core low voltage cables up to 1kV. CJS-CSBPK is designed to suit rubber, 
flexible and XLPE/PVC cables. Joint kits can also be designed to suit SWA cables. The CJS-CSBPK kit eliminates the 
use of any heat and special tools making it a fast, reliable, and simple installation. 
 
Unique Advantages: 

 Cold shrink joint kit for multi-core submersible cables 

 No torches or heat required 

 Easy to use 

 Waterproof seal, retains it resiliency and pressure even after prolonged years of ageing and exposure 

 No cooling time required before energising 

 Simple and safe installation, requires no tools or special training 

 Excellent weather resistance, ultra-violet ageing resistance 

 Easily removed for inspections or disconnects 

 Resistant to fungus, ozone, alkalies and acids 
 

CATALOGUE NO CROSS SEECTION 
(mm2) 

CABLE DIAMETER 
MINIMUM (mm) 

CABLE DIAMETER 
MAXIMUM (mm) 

CABLE 
CONFIGURATION 

CJS-CSBPK-1 1.5 – 2.5 14 30 2, 3 or 4 Cores 

CJS-CSBPK-2 4 – 10 17.5 33 2, 3 or 4 Cores 

CJS-CSBPK-3 16 – 35 25 46 2, 3 or 4 Cores 

CJS-CSBPK-4 50 – 95 32 63 2, 3 or 4 Cores 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

QUANTITY KIT CONTENT 

1 CJS-EPDM Rubber Cold Shrink Sleeve 

1 CJS-PLY43 Vinyl Tape 

1 CJS-PLY10 Insulation Mastic Tape 

1 CJS-PLY69L Rubber Splicing Tape 

1 CJS-PRE-SAFETY83 Cable Prep Kit 

 

**KIT COMPONENTS MAY DIFFER DEPENDING ON JOINT SIZE** 
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PLYON VINYL TAPE 

PLY-610 
A 6 mil (0.15mm) commercial grade, weather resistant, pressure sensitive vinyl tape for all kinds of mechanical and 
electrical applications. PLY-610 is flame retardant and can be used as primary insulation for splices up to 600 volts. 

Recommended Uses: 
 Used for general splicing purposes 
 Can be used as primary insulation for splices up to 600 volts and provides a protective outer jacket for 

splices at higher voltages 
 Can be used for wrapping wire harnesses and insulating degaussing coils 
 Colours can be used for colour coding electrical circuits  

Features: 
 A 6 mil (0.15mm) thickness 
 Flame retardant 
 RoHS and REACH compliant 
 Highly resistant to sun, water, oil, acids, alkalies and corrosive chemicals 
 Lead free 
 VDE approved 

CATALOGUE NO SIZE THICKNESS COLOUR 

PLY-610-BLK 19mm x 20mtr 0.15mm Black 

PLY-610-BLUE 19mm x 20mtr 0.15mm Blue 

PLY-610-G/Y 19mm x 20mtr 0.15mm Green/Yellow 

PLY-610-GREEN 19mm x 20mtr 0.15mm Green 

PLY-610-ORANGE 19mm x 20mtr 0.15mm Orange 
PLY-610-RED 19mm x 20mtr 0.15mm Red 

PLY-610-WHITE 19mm x 20mtr 0.15mm White 

PLY-610-YELLOW 19mm x 20mtr 0.15mm Yellow 

PLY-610-RAINBOW 19mm x 20mtr 0.15mm Rainbow 10 Pack** 

* Other sizes available on request          ** Rainbow Pack: 3 x black, 2 x red, white, blue and 1 x G/Y 

PLYON COLOUR CODING VINYL TAPE  

PRO-36C 
A 7 mil (0.18mm) all weather, professional grade, pressure sensitive vinyl tape that is available in nine colours for colour 
coding and insulating. Cold and sunlight resistant, flame retardant. Use PRO-36C for quick identification of electrical 
circuits, containers, and conduit systems as well as primary insulation for splices up to 600 volts.  
UL510, CAS 22.2 (rated from -18oC to 105oC), VDE. 

Recommended Uses: 
 Quick identification of electrical phases, circuits, feeders, and branches 
 Identification of container contents, marking of piping and conduit systems and as a warning tape 
 Primary insulation for splices up to 600 volts. Can be used at all low temperature applications 

Features: 
 7 mil (0.18mm) thickness 
 Flame retardant 
 Lead-free 
 High dielectric strength 
 Highly elastic 
 Highly conformable 
 Highly resistant to UV, the cold, the sun, water, oil, acids, alkalies and corrosive chemicals 

CATALOGUE NO SIZE THICKNESS COLOUR 

PLY-PRO36-BLUE 19mm x 20mtr 0.18mm Blue 

PLY-PRO36-RED 19mm x 20mtr 0.18mm Red 

PLY-PRO36-ORANGE 19mm x 20mtr 0.18mm Orange 

PLY-PRO36-YELLOW 19mm x 20mtr 0.18mm Yellow 

PLY-PRO36-WHITE 19mm x 20mtr 0.18mm White 
PLY-PRO36-BROWN 19mm x 20mtr 0.18mm Brown 

PLY-PRO36-GREEN 19mm x 20mtr 0.18mm Green 

* Other colours available on request 
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PLYON VINYL TAPE 

PRO-43 
PRO-43 is a 7 mil (0.18mm) all-weather, professional grade, pressure sensitive vinyl tape that gives complete 
electrical and mechanical protection for most general taping jobs with more dielectric protection than similar 
tapes. The method of bonding the adhesive to the vinyl prevents transfer and gives greater adhesive strength. 
Thin, tough, and resilient, it can be stretched to confirm easily without breaking. Easily applied at low 
temperature. 
 
Recommended Uses: 

 General splicing 

 Primary insulation for splices at not more than 600 volts 

 Used as protective out jacket over splices and all low temperature applications 
Features: 

 7 mil (0.18mm) thickness 

 Cold and sunlight resistant 

 High dielectric strength 

 Highly elastic 

 Flame retardant 

 Highly resistant to sun, water, oil, acids, alkalies and corrosive 
chemicals 

 UL and CSA approved 

 VDE approved 

 Lead-free 
 

CATALOGUE NO SIZE THICKNESS COLOUR 

PLY-PRO43-BLK-19x20 19mm x 20mtr 0.18mm Black 

PLY-PRO43-BLK-19x33 19mm x 33mtr 0.18mm Black 
 

PLYON VINYL TAPE 

PRO-98 
PRO-98 is an 8.5 mil (0.215mm) all-weather pressure sensitive vinyl tape that gives complete electrical and 
mechanical protection for most general taping jobs with more dielectric protection than similar tapes. The 
method of bonding the adhesive to the vinyl prevents transfer and gives greater adhesive strength. Thin, tough, 
and resilient, it can be stretched to conform easily without breaking. It is easily applied at low temperatures. 
 
Recommended Uses: 

 General splicing 

 Primary insulation for splices at not more than 600 volts 

 Used as a protective outer jacket, PRO-98 vinyl plastic tape is excellent for low temperature 
applications. 

Features: 

 8.5 mil (0.215mm) thickness 

 Cold and sunlight resistant 

 High dielectric strength 

 Highly elastic 

 Flame retardant 

 Highly resistant to sun, water, oil, acids, alkalies and corrosive 
chemicals 

 UL and CSA approved 

 Lead-free 
 

CATALOGUE NO SIZE THICKNESS COLOUR 

PLY-PRO98-BLK 19mm x 20mtr 0.215mm Black 

* Other sizes available on request 

'------I _ _J___I -------===il==~cl ====I 
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PLYON RUBBER MASTIC TAPE 

PLY-69W 
 
PLY-69W is an ethylene propylene rubber based high voltage tape possessing excellent electrical, chemical, and 
physical properties. It is a self-amalgamating tape that maintains a tight insulation build-up for void free 
electrical stability and permanent resistance to moisture penetration. The excellent stretch permits fast taping 
speeds and uniform build-up with normal taping techniques. PLY-69W is compatible with all extruded dielectric 
cable insulations. 
Recommended Uses: 

 For insulating and jacketing of splices on power cables from 600 volts through to 69,000 volts and for 
building stress cones and jacketing of terminations on power cables from 600 volts though to 35,000 
volts 

 Moisture seal for all waterproofing needs and insulating and protecting busbar components 

 Due to its high stable mechanical and chemical properties, PLY-69W is ideal for cable jacket repair and 
restoration 

 
Features: 

 0.030-inch (0.762mm) thickness 

 Self-amalgamating 

 Outstanding corona and ozone resistance 

 UV resistant 

 Excellent moisture, corrosion, and chemical resistant 
 

CATALOGUE NO SIZE THICKNESS COLOUR 

PLY-69W-19 19mm x 9mtr 0.762mm Black 

PLY-69W-25 25mm x 9mtr 0.762mm Black 

PLY-69W-38 38mm x 9mtr 0.762mm Black 

 
 

 

PLYON LINERLESS HIGH VOLTAGE TAPE 

PLY-69L 
 

PLY-69L is an ethylene propylene rubber based high voltage tape possessing excellent electrical and physical 
properties. It is a liner less, self-bonding tape that permits much quicker taping speeds than a tape with a liner 
and yields a uniform, void free build-up. The excellent stretch of PLY-69L allows conformability to the most 
complex shapes and contours. PLY-69L is compatible with all extruded dielectric cable insulations. 
Recommended Uses: 

 For insulating and jacketing of splices on power cables from 600 volts through to 69,000 volts and for 
building stress cones and jacketing of terminations on power cables from 600 volts through to 35,000 
volts 

 Insulating and protecting bus bars and joints 
Features: 

 0.030-inch (0.762mm) thickness 

 Liner less 

 Self-bonding 

 Outstanding corona and ozone resistance 

 UV resistant 

 Excellent moisture, corrosion, and chemical resistant 
 

CATALOGUE NO SIZE THICKNESS COLOUR 

PLY-69L-19 19mm x 9mtr 0.762mm Black 

* Other sizes available on request 

I I 
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PLYON INSULATING MASTIC 

PLY-10 
 
PLY-10 Insulating mastic has the superior adhesive qualities and dielectric strength needed to seal and insulate 
electrical connections up to 600 volts. It is impervious to ozone, water, soil, chemicals, and corrosive chemicals. 
It is excellent for cold weather applications, maintains flexibility and a tight seal even when subjected to extreme 
flexure and has excellent thermal stability under load cycling. PLY-10 holds fast, and permanently to metal, all 
types of cable insulations and jackets with no adverse effect on the cable insulations or polymeric conducting 
shields. 
 
Recommended Uses: 

 Encapsulating and protecting all types of low voltage connections, devices, overhead connections, duct 
seals and cable end seals 

 
Features: 

 0.125-inch (3.170mm) thickness 

 Available in roll and pad form, high dielectric strength 

 Excellent thermal stability 

 Impervious to water, saltwater, soil, and corrosive chemicals 

 Will not adversely affect cable insulations or polymeric shields 
 
 

CATALOGUE NO SIZE THICKNESS COLOUR 

PLY-10-25MMx3M 25mm x 3mtr 3.170mm Black 

PLY-10-95MMX3M 95mm x 3mtr 3.170mm Black 

* Other sizes available on request 

 

 
PLYON RUBBER MASTIC TAPE 

PLY-20 
 

PLY-20 tape is a self-bonding mastic tape which consists of an ethylene propylene rubber (EPR) backing, bonded 
to a tacky, temperature stable, electrical grade mastic. 
 
Recommended Uses: 

 For insulating, moisture sealing of splices and terminations on solid dielectric cables. PLY-20 tape can be 
wrapped, stretched, or molded around irregular shapes for insulation build-up, water sealing and 
surface protection 

 
Features: 

 0.0.6-inch (1.650mm) thickness 

 Excellent electrical properties 

 Superior adhesion 

 UV resistant 

 Moisture, corrosion, and chemical resistant 

 Suitable for direct burial 
 

CATALOGUE NO SIZE THICKNESS COLOUR 

PLY-20-25MMx3MT 25mm x 3mtr 1.650mm Black 

PLY-20-51MMX3MT 51mm x 3mtr 1.650mm Black 

* Other sizes available on request 
 

I I 
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PLYON VINYL MASTIC TAPE 

PLY-30 
 
 
PLY-30 tape is made of self-fusing, insulating rubber laminated to a tough, all-weather vinyl, designed to easily 
mould around irregular shapes and seal to all clean surfaces. It is ideal for sealing, insulating, and padding 
electrical connections up to 600 volts. Provides excellent cathodic protection for direct buried or submerged 
applications. Tough vinyl backing is imperious to ozone, water, soil, and corrosive chemicals. 
 
Recommended Uses: 

 For sealing, insulating, and padding all low voltage electrical connections 

 Ideal for splicing and sealing applications in telecommunications, CATV and electrical industries 
 
Features: 

 1.24+0.10mm thickness 

 Self-fusing 

 UV and weather resistant 

 Strong adhesion to metal, cable insulation and jackets 

 Excellent corrosion resistance 

 Superior dielectric strength 

 Long lasting cathodic protection 
 

CATALOGUE NO SIZE THICKNESS COLOUR 

PLY-30-100MMX3M 100mm x 3mtr 1.24+0.10mm Black 

* Other sizes available on request 
 

PLYON ELECTRICAL FILLER TAPE 

PLY-125 
PLY-125 electrical filler tape is a butyl rubber based insulating compound is a 1/8” thick tape form designed for 
quick, cost-effective insulation build-ups. It is a self-amalgamating compound that can be readily compressed 
and molded by hand to conform to irregular shapes and contours. It is to be used in conjunction with other 
insulating tapes for complete installation. 
 
Recommended Uses: 

 PLY-125 can be used as a primary insulation for connections up to 5kV in conjunction with high voltage 
insulating tape or vinyl plastic electrical tape 

 PLY-125 is ideal for covering split bolt connections, padding bus bar edges and connections, sealing 
switchgear and transformer terminals 

 
Features: 

 0.125-inch (3.170mm) thickness 

 Builds up insulation quickly 

 Easy to mould 

 Self-amalgamates into a solid flexible mass 

 Will not corrode copper or aluminium  

 Highly moisture resistant 
 

CATALOGUE NO SIZE THICKNESS COLOUR 

PLY-125-38MMX1.5MT 38mm x 1.5mtr 3.170mm Black 

* Other sizes available on request 
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PLYON HEAVY DUTY VINYL TAPE 

EE-200 
A 10 mil (0.250mm) heavy-duty, general-purpose pressure sensitive vinyl tape for all types of mechanical and electrical 

applications. Additional thickness allows for quicker build-ups and adds abrasion resistance. EE-200 is flame 
retardant and can be used as primary insulation for splices up to 600 volts. UL 51, CSA 22.2. 
Recommended Uses: 

 Used for general splicing purposes 

 Can be used as primary insulation for splices up to 600 volts and provides a protective outer jacket 
where maximum mechanical protection is required 

Features: 

 10 mil (0.250mm) thickness 

 High dielectric strength 

 Flame retardant 

 Highly resistant to sun, water, oils, acids, alkalies and corrosive chemicals 

 Lead-free 
 

CATALOGUE NO SIZE THICKNESS COLOUR 

PLY-EE200-24MMX33MT 24mm x 33mtr 0.250mm Black 

PLY-EE200-38MMX33MT 38mm x 33mtr 0.250mm Black 

* Other sizes and colours available on request 

 

PLYON PVC MINING JACKETING TAPE 

PLY-PM5000 
 

PM-5000 is a specially formulated polyvinyl chloride tape designed for use where flame resistance and 
toughness are necessary. Adhesive backing is made for excellent adherence to neoprene, Hypalon and 
polyurethane portable cable jackets. 
Recommended Uses: 

 For use anywhere MSHA approved complete splices are required 

 For general electrical repair work where toughness and flame resistance are demanded 

 Rejacketing of trailing cable splices subjected to abuse on outer surfaces 

 Sealing ends of hot and cold sleeve-type trailing cable splices against moisture penetration 

 Jacketing on high voltage splices in hostile environments 

 Covering nicks and abrasions on cable jackets 

 Highly flame resistant and designed for applications where water, dirt, grease, oils, and other 
contaminants are encountered in significant amounts 

 Excellent for use on jackets of low voltage AC or DC trailing cables, mine power feeder, SHD-GC cable, 
DO cored, diesel cable and other cables 

Features: 

 0.007-inch (0.178mm) thickness 

 Flame retardant 

 Works in any weather 

 Highly abrasion resistant 

 Oil resistant 

 Strong adhesive backing 

 Excellent dielectrics 

 High breaking strength 

 Superior dielectric strength 

 Compatible with all jacketing materials 
 

CATALOGUE NO SIZE THICKNESS COLOUR 

PLY-PM5000 38mm x 13.4mt 0.18mm Black 

* Other sizes available on request 

I I I 
I I I 
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NYLON HALOGEN FREE 

CABLE TIES 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Features: 

 High tensile strength 

 Ageing resistant 

 UV stabilized 

 Heat resistant 

 Erosion control 

 Material: Nylon PA66 

 Working temperature: -35oC – 85oC 

 Certificates: UL Listed, TUV, CE and SGS 

 Flame retardant 94V-2 certificated by UL 

 Halogen free 

 Low smoke 
 

CATALOGUE NO 
BLACK 

CATALOGUE NO 
NATURAL 

LENGTH 
(mm) WIDTH (mm) 

THICKNESS 
(mm) 

STANDARD 
PACKAGING 
(BAG QTY) 

NCTS100-BK NCTS100-NT 100 2.5 1.1 100 1000 

NCTS140-BK NCTS140-NT 140 3.6 1.2 100 1000 

NCTS200-BK NCTS200-NT 200 4.8 1.3 100 1000 

NCTS250-BK NCTS250-NT 250 4.8 1.4 100 1000 

NCTS300-BK NCTS300-NT 300 4.8 1.4 100 1000 

NCTS370-BK NCTS370-NT 370 4.8 1.4 100 1000 

NCTH200-BK NCTH200-NT 200 7.6 2.1 100 1000 

NCTH300-BK NCTH300-NT 300 7.6 2.1 100 1000 

NCTH370-BK NCTH370-NT 370 7.6 2.1 100 1000 

NCTH530-BK NCTH530-NT 530 7.6 2.1 100 1000 

NCTH720-BK NCTH720-NT 720 9 2.1 100 1000 

NCTS – Cable tie standard 
NCTH – Cable tie heavy duty 
* Standard colours UV black and natural. Other colours are available upon request 
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NYLON COATED AND STAINLESS STEEL 

CABLE TIES 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Stainless steel cable ties are a quick effective way of securing cables. They can be used in virtually all indoor, 
outdoor, heavy industrial and underground applications. 
 
Features: 

 Unique self-locking mechanism that allows easy and quick application 

 High tensile strength 

 Non-flammable 

 High resistance to acetic acid, alkali acid, sulphuric acid, corrosion etc. 

 Extremely resistant to most hostile environments 

 Material: Stainless steel #316 

 Temperature range: -80oC – 500oC (-112oF – 932oF) 

 Nylon coated tie provides superior insulation and protection of cables, as well as safer operation 
 

CABLE TIE TOOLS 
  

CTG-92134 
S/S Cable Tie Gun 
up to 7.9mm wide 

CTG-92134B 
S/S Cable Tie Gun 
up to 12mm wide 
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STAINLESS STEEL CABLE TIE (316) 

 
 

CATALOGUE NO 
APPROX LENGTH 

(mm) 
APPROX WIDTH 

(mm) 
MIN LOOP TENSILE 

STRENGTH N/kg 
QUANTITY PER 

BAG (pcs) 

SSCT100 100 4.6 600/61 100 

SSCT150 150 4.6 600-61 100 

SSCT200 200 4.6 600/61 100 

SSCT360 360 4.6 600/61 100 

SSCT520 520 4.6 600-61 100 
 
 
 

SSCT200L 200 7.9 800-114 100 

SSCT360L 360 7.9 800/114 100 

SSCT520L 520 7.9 800/114 100 

SSCT680L 680 7.9 800/114 100 
 

 
 
 
 

NYLON COATED STAINLESS STEEL  
CABLE TIE (316) 

 

CATALOGUE NO 
APPROX LENGTH 

(mm) 
APPROX WIDTH 

(mm) 
MIN LOOP TENSILE 

STRENGTH N/kg 
QUANTITY PER 

BAG (pcs) 

SSPCCT100 100 4.6 600/61 100 

SSPCCT150 150 4.6 600-61 100 

SSPCCT200 200 4.6 600/61 100 

SSPCCT360 360 4.6 600/61 100 

SSPCCT520 520 4.6 600-61 100 

 
 
 

SSPCCT200L 200 7.9 800-114 100 

SSPCCT360L 360 7.9 800/114 100 

SSPCCT520L 520 7.9 800/114 100 

SSPCCT680L 680 7.9 800/114 100 
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316 STAINLESS STEEL 

HOSE CLAMPS 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Features: 
 100% stainless steel, marine-grade high-nickel 316 stainless steel construction that will not rust 

 Thin band, low profile head makes these clamps perfect for all types of applications 

 The slim design allows for applications in tight, hard-to-reach places 

 Hose clamps range from 10mm to 330mm 

 They are economical and reusable 

 All hose clamps are marked with min – max range on the band 
 
 

CATALOGUE NO DESCRIPTION RANGE 

HC-HAS6 Stainless Steel Hose Clamp 10 – 16mm 

HC-HAS8 Stainless Steel Hose Clamp 12 – 20mm 

HC-HAS10 Stainless Steel Hose Clamp 16 – 27mm 

HC-HAS12 Stainless Steel Hose Clamp 20 – 32mm 

HC-HAS20 Stainless Steel Hose Clamp 25 – 40mm 

HC-HAS24 Stainless Steel Hose Clamp 32 – 50mm 

HC-HAS32 Stainless Steel Hose Clamp 40 – 60mm 

HC-HAS44 Stainless Steel Hose Clamp 60 – 80mm 

HC-HAS56 Stainless Steel Hose Clamp 80 – 100mm 

HC-HAS60 Stainless Steel Hose Clamp 100 – 120mm 

HC-HAS80 Stainless Steel Hose Clamp 120 – 140mm 

* Larger sizes available 
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CONSTANT FORCE ROLL SPRINGS 

RS 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Constant force roll springs are used to provide reliable solderless continuity in earthing in low and medium 
voltage joints and termination systems. 
 
  

CATALOGUE NO 
MATERIAL 
STAINLESS 

STEEL 

APPLICATION 
RANGE (mm) 

T&W OF 
MATERIAL 

(mm) 

INTERNAL 
DIAMETER 

(mm) 

LENGTH OF 
ROLL SPRING 

(mm) 

RS-4-10 SS 301 4 – 10 0.12 x 10 4+0.5 180 

RS-7-12 SS 301 7 – 12 0.12 x 10 7+0.5 200 

RS-9-14 SS 301 9 – 14 0.15 x 10 9+0.5 200 

RS-12-19 SS 301 12 – 19 0.15 x 19 11.8+0.5 280 

RS-17-22 SS 301 17 – 22 0.22 x 19 14.7+1 360 

RS-19-29 SS 301 19 – 29 0.22 x 25 15.9+1 400 

RS-25-37 SS 301 25 – 37 0.28 x 25 21.0+1 550 

RS-31-50 SS 301 31 – 50 0.38 x 25 24.5+1 660 

RS-44-70 SS 301 44 – 70 0.45 x 25 31.7+1 850 

RS-58-94 SS 301 58 – 94 0.45 x 25 40.6+1 900 

RS-60-135 SS 301 60 - 135 0.60 x 25 44.5+1 1300 

T = Thickness 
W = Width 
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TIN COPPER BRAID 

TCB 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Features: 

 Range – 8mm2 & above 

 Wire diameter – 0.05mm (47swg) to 0.3mm (30swg) 

 Tinned finished electrolytic grade copper 

 Can be used as continuous current carrying conductors 
 
 

CATALOGUE NO 
SIZE 

(mm2) 

WIRE 
DIAMETER 

(mm) 

CONSTRUCTION 

WIDTH 
(mm) 

THK 
(mm) 

CURRENT 
CARRYING 
CAPACITY 

(amp) 
+10% +5% 

TCB-8 8 0.193 24 X 15 13 1.5 50 

TCB-13 13 0.193 24 X 15 15 1.5 80 

TCB-16 16 0.193 24 X 24 17 2 90 

TCB-25 25 0.193 48 X 19 24 2.5 150 

TCB-35 35 0.193 48 X 26 30 3 175 

TCB-50 50 0.193 48 X 37 40 4 250 

TCB-75 70 0.193 48 X 56 45 5 300 

TCB-95 95 0.193 48 X 74 45 6 350 

* Other sizes available upon request 

 

CUSTOM EARTH STRAPS 
MADE TO ORDER 

 
 
 
 
 
 
 
 

 
 

-
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ABRASIVE CLOTH ROLL 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

CHARACTERISTICS 

Backing Material Cloth 

Backing Weight J Weight 

Colour Red 

Grade P100 – P320 

Length 50 mtrs 

Mineral Type Aluminium Oxide 

Product Form Roll/Boxed 

Brand CJS 

Width 2 inches 

 
 
 
 

CATALOGUE NO DESCRIPTION ROLL SIZE 

UTILITY ROLL P100 P100 Abrasive Cloth Ali-Oxide 50mm x 50 Mtr 

UTILITY ROLL P120 P120 Abrasive Cloth Ali-Oxide 50mm x 50 Mtr 

UTILITY ROLL P150 P150 Abrasive Cloth Ali-Oxide 50mm x 50 Mtr 

UTILITY ROLL P180 P180 Abrasive Cloth Ali-Oxide 50mm x 50 Mtr 

UTILITY ROLL P240 P240 Abrasive Cloth Ali-Oxide 50mm x 50 Mtr 

UTILITY ROLL P320 P320 Abrasive Cloth Ali-Oxide 50mm x 50 Mtr 

 

 
 

 
 
 
 
 
 



 

37 
 

 
PRE-INSULATED TERMINALS 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
Pre-insulated crimp terminals are used in all cabling and anywhere the connection of a cable is needed, including 
control panel wiring, auto electrics and electronic manufacturing. 
 
Our range includes Ring Terminals, In-line Connectors, Male Bullets, Female Bullets, Fork Terminals, Piggyback 
Terminals, Pin Terminals, crimping tools and many more… 
 
Features: 

 Easy entry for quick cable insertion 

 Vinyl insulation material 

 Brazed seam barrel for consistent crimp performance 

 Electro tin-plated copper sheet 

 UL approved 

 Red Insulation: Conductor size 0.5-1.5mm2/22-16awg 

 Blue Insulation: Conductor size 1.5-2.5mm2/16-14awg 

 Yellow Insulation: Conductor size 4.0-6.0mm2/12-10awg 
 
Easy Entry 
 
It is easy to guide the cable properly in the cable clip as the insulation sleeve is of an “easy entry” type, which 
means that it guides the cable correctly in the clip. 
 

 

NOMINAL CURRENT RATINGS 

ITEM RED BLUE YELLOW 

Ring Terminal 24A 32A 48A 

Fork Terminal 19A 24A 36A 

Bullet Connector 10A 16A 24A 

Pin Connector 19A 24A 36A 

In-line Connector 24A 32A 48A 

Female Disconnect 10A 16A 24A 

Male Disconnect 10A 16A 24A 
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PRE-INSULATED TERMINALS 

 
 
 

 
 
 
 
 
 
 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

SV2-4 M4 50 

SV2-5 M5 50 

SV2-6 M6 50 

 

FDD2-250 

SPADE INSULATED 
MALE TERMINALS 
CABLE SIZE: 
1.25mm²-5mm² 
 

SPADE INSULATED 
FEMALE TERMINALS 
CABLE SIZE: 
1.25mm²-5mm² 
 

SPADE FULLY 
INSULATED FEMALE  
CONNECTORS 
CABLE SIZE: 
1.25mm²-5mm² 

 

YELLOW 

RING TERMINAL RING TERMINAL 

CABLE SIZE: CABLE SIZE: 
0.Smm2 - 1.Smm2 1.Smm2 - 2.Smm2 

RING TERMINAL 

t~ CABLE SIZE: 
2.Smm2 - 6mm2 

CATALOGUE STUD PACK CATALOGUE STUD PACK CATALOGUE STUD PACK 

NO SIZE SIZE NO SIZE SIZE NO SIZE SIZE 

(mm) (mm) (mm) 

RVl.25-(3. 7) M3 100 RV2-3 M3 100 RVS.5-3 M3 50 

RVl.25-4 M4 100 RV2-4 M4 100 RV5.5-4 M4 50 

RVl.25-5 MS 50 RV2-5 MS so RV5.5-5 MS 50 

RV-1.25-6 M6 50 RV2-6 M6 so RV5.5-6 M6 25 

RVl.25-8 M8 50 RV2-8 M8 so RVS.5-8 M8 25 

RVl.25-10 MlO 25 RV2-10 MlO so RVS.S-10 Ml0 25 

RV2-12 M12 25 RVS.5-12 M12 20 

FORK TERMINAL FORK T ERMINAL 
CABLE SIZE: CABLE SIZE: 
0.Smm2 - 1.Smm2 

1.Smm2 - 2.Smm 2 

FORK TERMINAL r 

CABLE SIZE: J) ~ 
2.Smm2 - 6mm2 

CATALOGUE STUD PACK 
CATALOGUE STUD PACK 

NO SIZE SIZE 
NO SIZE SIZE 

(mm) 
SVl.25-3 M3 100 mm 

CATALOGUE STUD PACK 
NO SIZE SIZE 

(mm) 

SVS.5-4 M4 25 
SVl.25-4 M4 100 

SV2-4 M4 50 
SV5.5-5 MS 25 

SVl.25-5 MS 50 SV2-5 MS 50 SV5.S-6 M6 25 
SVl.25-6 M6 50 SV2-6 MG so SVS.5-7 M7 25 

SVS.5-8 M8 25 

BULLET BULLET BULLET 
CONNECTORS CONNECTORS CONNECTORS 
CABLE SIZE: CABLE SIZE: CABLE SIZE: 
0.Smm2 - 1.Smm2 1.Smm2 

- 2.Smm2 
2.Smm2 

- 6mm2 

CATALOGUE SIZE CATALOGUE SIZE CATALOGUE SIZE PACK 
NO (mm) NO (mm) NO (mm) SIZE 

MALE MALE MALE 

MPDl-156 4mm 100 MPD2-156 4mm 100 M PD5-195 5mm 25 

FEMALE MPD2-195 5mm so FEMALE 

FRDl-156 4mm 50 FEMALE FRDS-195 5mm 25 

FRD2-156 4mm so 
FRD2-195 5mm 25 

{ 

I I 
f -~, 

CATALOGUE COLOUR PACK 
NO SIZE 

MDDl.25-250 RED 100 

MDD2-250 BLUE so 
MDD5-250 YELLOW 50 

CATALOGUE SIZE PACK 
NO (mm) SIZE 
FDDl.25-250 RED 100 

BLUE so 
FDDS.5-250 so 

CATALOGUE SIZE PACK 
NO (mm) SIZE 
FDFDl.25-250 RED 50 

FDFD 2-250 BLUE 50 

FDFDS.5-250 YELLOW 25 
FDDS.5-375 YELLOW 20 
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PRE-INSULATED TERMINALS 

 
  

PIGGYBACK 

I DISCONNECTS 
CABLE SIZE: 
O.Smm2 

- 1.5mm2 

CATALOGUE TAB PACK 
NO SIZE SIZE 

(mm) 
PBDDl-250 6.4x0.8 25 

NYLON FEMALE 
CONNECTORS 
CABLE SIZE: 
0.5mm2 -1.5mm2 

CATALOGUE TAB PACK 
NO SIZE SIZE 

(mm) 
FDFNl -250 6.4x0.8 50 

INSULATED INLINE 
SPLICE 
CABLE SIZE: 
0.5mm2 - 1.5mm2 

CATALOGUE TAB PACK 
NO SIZE SIZE 

(mm) 
BVl.25-RED 6.4x0.8 25 

HEAT SHRINKABLE 
TUBING 
CABLE SIZE: 
O.Smm2 - 1.5mm2 

CATALOGUE WIRE PACK 
NO SIZE SIZE 

(mm) 
851-lH 0.25- so 

1.65 

PIGGYBACK , DISCONNECTS 
CABLE SIZE: 
1.5mm2 - 2.5mm2 

CATALOGUE TAB PACK 
NO SIZE SIZE 

(mm) 
PBDD2-250 6.4x0.8 25 

NYLON FEMALE 
CONNECTORS 
CABLE SIZE: 
1.5mm2 

- 2.5mm2 

CATALOGUE TAB PACK 
NO SIZE SIZE 

(mm) 
FDFN2-250 6.4x0.8 so 

INSULATED INLINE 
SPLICE 
CABLE SIZE: 
1.5mm2 - 2.5mm2 

CATALOGUE TAB PACK 
NO SIZE SIZE 

(mm) 
BV2-BLUE 6.4x0.8 25 

HEAT SHRINKABLE 
TUBING 
CABLE SIZE: 
1.5mm2 - 2.5mm2 

CATALOGUE WIRE PACK 
NO SIZE SIZE 

(mm) 

BSl-2H 1.04 - so 
2..63 

PIGGYBACK 
DISCONNECTS 
CABLE SIZE: 
2.5mm2 - 6mm2 

CATALOGUE TAB PACK 
NO SIZE Sl2E 

(mm) 
PBDDS-250 6.4x0.8 25 

NYLON FEMALE 
CONNECTORS 
CABLE SIZE: 
2.5mm2 

- 6mm2 

CATALOGUE TAB PACK 
NO SIZE SIZE 

(mm) 
FDFN5-250 6.4x0.8 25 

INSULATED INLINE 
SPLICE 
CABLE SIZE: 
2.5mm2 - 6mm2 

CATALOGUE TAB PACK 
NO SIZE SIZE 

(mm) 
BV5.5- 6.4x0.8 25 
YELLOW 

HEAT SHRINKABLE 
TUBING 
CABLE SIZE: 
2.5mm2 - 6mm2 

CATALOGUE WIRE PACK 
NO SIZE SIZE 

(mm) 

BSl-5H 2.63 - 25 
6.64 
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BULLET HEAT SHRINK TERMINAL 

HS-DS 
 
 
 
 
 
 
 
 
 
 
 

 
HS-DS-NB06 is a heat shrinkable tubing made of nylon with adhesive lining for protecting splices from water and 
corrosion. Providing strain relief and against vibration in rugged environments, which excellently insulates and 
protects electronic connections. It offers long-term performance, easy installation and a low installation cost 
which is more reliable than conventional crimp terminals. 
Features: 

 Shrink ratio 3:1 

 Excellent conductivity property 

 High transparency, high tensile strength 

 Excellent stretch and mechanical damage resistance 

 Highly elasticity keeps steady performance 

 Hot melt adhesive provides waterproof property 

 Operating temperature: 45oC – 135oC 

 Minimum shrink temperature: 60oC 

 Minimum fully recovered temperature: 100oC 
 

CATALOGUE NO 
D 

(mm) 
d1 

(mm) 
B 

(mm) 
E 

(mm) 
F 

(mm) 
L 

(mm) 
COLOUR TYPE CONDUCTOR 

WALL OF 
COPPER 

TERMINAL 

PACK 
SIZE 

HS-DS-NB06-01 5.1 1.6 4.0 21 10.4 31.4 Red Male 0.5-1.0mm2 
(AWG22-18) 

0.4mm 25 

HS-DS-NB06-02 5.1 1.6 5.3 15 15.1 30.1 Red Female 0.5-1.0mm2 
(AWG22-18) 

0.4mm 25 

HS-DS-NB06-03 5.8 2.2 4.0 21 10 31 Blue Male 1.5-2.5mm2 
(AWG16-14) 

0.4mm 25 

HS-DS-NB06-04 5.6 2.2 5.6 15 16 31 Blue Female 1.5-2.5mm2 
(AWG16-14) 

0.4mm 25 

 
  

9: 0 

J 
CD 

' 
m "Tl m "Tl -

r r 
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HEAT SHRINK SOLDER SPLICE CONNECTOR 

HSST 
 
 
 
 
 
 
 
 
 
 
 
 
Heat shrink solder splice connectors combine all the advantages of heat shrink, low-melt solder and 
waterproofing protection glands creating a fast waterproof electrically reliable and fully insulated connection 
without the use of a soldering iron, crimping tool, or solder. 
 
Heat shrink solder splices allow you to quickly join two cables thanks to the small section of solder in the middle 
of the tube. Simply slide a tube over the join in two cables and heat as you would any other shrink tube. As the 
tube shrinks the solder melts to electrically connect the wires resulting in a join which is reliable and well 
insulated. 
 
Features: 

 Shrink ration 2:1 

 Solder start melting temperature: 125oC 

 Solder complete melting temperature: 150oC 

 Completely shrink temperature: 130oC 

 Working temperature: -55oC – 125oC 

 Colour: White, red, blue, yellow 
 

CATALOGUE NO DESCRIPTION CABLE SIZE 

LEAD 
SECTION 

(mm2) 

SOLDER 
RING 

QTY PER 
PACK 

COLOUR 

HSST-100-01 H/S Solder Sleeve 26-24AWG 0.25-0.5 1 50 White 

HSST-100-02 H/S Solder Sleeve 22-18AWG 0.5-1.5 1 50 Red 

HSST-100-03 H/S Solder Sleeve 16-14AWG 1.5-2.5 1 25 Blue 

HSST-100-04 H/S Solder Sleeve 12-10SAWG 4-6 1 25 Yellow 

 
 
  

HSST-KIT 175 
0.25-6mm2 

QUANITITY PER 
KIT 

HSST-100-01 50 

HSST-100-02 50 

HSST-100-03 50 

HSST-100-04 25 

• I • I 
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BOOTLACE PINS – FERRULES 

INSULATED CORD END TERMINAL 
 
 

  
 

Insulated cable ferrules are designed to form a neat end termination to multi-strand cables and wires. A tinned 
copper hollow tube is attached to a colour coded insulating shroud. 
 

CATALOGUE NO 

DIMENSION 
SIZE 

(mm2) 
COLOUR 

QTY 
PACK 

TOOLS F 
(mm) 

L 
(mm) 

W 
(mm) 

B 
(mm) 

D 
(mm) 

C 
(mm) 

BLP025-VIOLET 6 10 1.9 4 0.9 0.75 0.25 Violet 100     

BLP034-PINK 6 10 1.9 4 0.95 0.8 0.34 Pink 100    

BLP050-WHITE 8 14 2.6 6 1.3 1 0.5 White 100    

BLP075-BLUE 8 14.6 2.8 6.4 1.5 1.2 0.8 Blue 100   

BLP100-RED 8 14.6 3 6.4 1.7 1.4 1 Red 100   

BLP150-BLACK 8 14.6 3.5 6.4 2 1.7 1.5 Black 100   
BLP150-18-BLACK 18 24.4 3.5 6.4 2 1.7 1.5 Black 100   

BLP250-GREY 8 15.2 4 7 2.6 2.3 2.5 Grey 100   

BLP250-18-GREY 18 25 4 7 2.6 2.3 2.5 Grey 100   

BLP400-ORANGE 9 16.5 4.4 7.5 3.2 2.8 4 Orange 100    

BLP400-18-ORANGE 18 25.5 4.4 7.5 3.2 2.8 4 Orange 100    

BLP600-GREEN 12 20 6.3 8 3.9 3.5 6 Green 50    

BLP600-18-GREED 18 26 6.3 8 3.9 3.5 6 Green 50    

BLP1000-BROWN 12 21.5 7.6 9.5 4.9 4.5 10 Brown 25    

BLP1000-18-BROWN 18 27.5 7.6 9.5 4.9 4.5 10 Brown 25   

BLP1600-IVORY 12 22.2 8.8 10.2 6.2 5.8 16 Ivory 25   

BLP1600-18-IVORY 18 28.2 8.8 10.2 6.2 5.8 16 Ivory 25   

BLP2500-BLACK 16 29 11.2 13 7.9 7.5 25 Black 10    

BLP3500-RED 16 30 12.7 14 8.7 8.3 35 Red 10    

BLP5000-BLUE 20 36 15 16 10.6 10.3 50 Blue 10    

BLP7000-YELLOW 21 37 16 16 13.9 13.5 70 Yellow 5    

BLP9500-RED 25 44 18 19 15.1 14.7 95 Red 3    

 

BLPK-1 
0.5-2.5mm2 

QUANITITY 
PER KIT 

BLP050WHITE 100 

BLP075BLUE 100 

BLP100RANGE 100 

BLP150BLACK 100 

BLP250GREY 50 

 

CATALOGUE NO 
NOMINAL 

CONDUCTOR 
(mm2) 

DIMENSION 
PACK COLOUR COLOUR 

L F D W B 

BLPT075-GREY 2 x 0.75 15.0 8.0 1.8 5.0 7 100 Grey  
BLPT100-RED 2 x 1.0 15.0 8.0 2.05 5.4 7 100 Red  
BLPT150-BLACK 2 x 1.5 16.0 8.0 2.3 6.3 8 100 Black  
BLPT250-BLUE 2 x 2.5 19.0 10.0 2.8 7.8 9 100 Blue  
BLPT400-GREY 2 x 4.0 23.0 12.0 3.7 11.0 4.9 50 Grey  

BLPT600-YELLOW 2 x 6.0 25.0 14.0 4.8 11.0 6.9 25 Yellow  

BLPK-2 
4 – 16mm2 

QUANITITY PER 
KIT 

BLP400ORANGE 50 

BLP600GREEN 20 

BLP1000BROWN 20 

BLP1600IVORY 10 

D
N

-0
2W

F 
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7

7
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5
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PRE-INSULATED TERMINAL KIT 

CJS-PITKIT 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 

 
 

 
 

 
 
 

 
 
 
 

 
 
 
 

CONTENT 486 PIECES 

ITEM QTY 

RV1.25-3 25 

RV1.25-4 25 

RV1.25-5 25 

RV2-3 25 

RV2-4 25 

RV2-5 25 

RV5.5-5 25 

RV5.5-6 25 

SV1.25-3 25 

SV1.25-4 25 

SV2-4 25 

FDD1.25-250 25 

FDD2-250 25 

MDD1.25-250 25 

MDD2-250 25 

BV1.25 25 

BV2 25 

BV5.5 25 

DERAY 0.25-1.65 RD 12 

DERAY 1.04-2.63 BL 12 

DERAY 2.63-3.64 YL 12 

CATALOGUE 
NO 

DESCRIPTION 

TOOL-T-J6 
Pre-insulated Terminal Crimper 

0.5 – 6mm2 

CJS-PITKIT2 AVAILABLE 
CONTAINS 972 PIECES 

(DOUBLE THE QUANTITY OF CJS-PITKIT) 
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CRIMPING TOOLS 

FOR BOOTLACE PINS 
 

 
 
 
 

CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-DN-02WF 
Bootlace Crimper 
0.14 – 2.5mm 

Crimping Capacity: 0.14 – 2.5mm2 

Length: 190mm 

 
 

CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-LX-03C 
Bootlace Crimper 
0.5-6mm 

Crimping Capacity: 0.5 – 6mm2 

Length:  

 

CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-TQ7709 
Bootlace Crimper  
0.5 - 16mm 

CJS-TQ-7709 Ratchet crimper for bootlace ferrules sizes 0.5 to 
16mm2 with ratchet release lever. Oval shaped crimp dies with 
indents for conductor grip 

 

CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-DS-50WF 
Bootlace Crimper 
10 – 50mm 

CJS-DS-50WF Ratchet Crimper for bootlace ferrules sizes 10 – 
50mm with ratchet release lever. Over shaped crimp dies with 
indents for conductor grip. Dimension length 275mm 

 

CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-DS-95WF 
Bootlace Crimper 
50 – 95mm 

CJS-DS-95WF Ratchet Crimper for bootlace ferrules sizes 50 – 
95mm with ratchet release lever. Over shaped crimp dies with 
indents for conductor grip. Dimension length 275mm 
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HAND CRIMPING TOOLS 

 
 

 
CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-TC-6 
Sleeve Terminal Crimping Tool Crimping Capacity: 0.25 – 6mm2 

Length: 175mm 

 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
                                                                        
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-T-J6 
Pre-insulated Terminal Crimper 

0.5 – 6mm2 
Crimping Capacity: 0.5-1/1.1-2.5/2.6-6mm2 

Length: 327mm 

CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-HD-6L 
Non-insulated Terminal Crimper 

0.5-6mm 
Crimping Capacity: 0.5-6mm2 

Length:  

CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-T-S6 
Non-insulated Terminal Crimper  

1 – 6mm2 
Crimping Capacity: 1 – 6mm2 
Length: 247mm 

CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-TH-10 
Insulated and  
Non-insulated Terminal Crimper 

Crimping Capacity: 0.75 – 10mm2 
Length: 225mm 

CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-AN-005 
Non-insulated Terminal Hex Crimper 

0.5-10mm 
Crimping Capacity: 0.5-10mm2 

Length:  

■ tr : : 
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HAND CRIMPING TOOLS 

 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 

CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-T-S10 
Non-insulated Terminal Crimper  

1.25 – 10mm2 
Crimping Capacity: 1.25 – 10mm2 
Length: 277mm 

 
 
 
 
 
 
 
 
 
 

CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-T-S16 
Non-insulated Terminal Crimper  

1.25 – 16mm2 
Crimping Capacity: 1.25 – 16mm2 
Length: 278mm 

 
                                                                 
 
 
 
 
 
 
 
 

CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-T-S16L 
Non-insulated Terminal Crimper  

1.25 – 16mm2 
Crimping Capacity: 1.25 – 16mm2 
Length: 275mm 

 

 
 
 

CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-T-S10L 
Non-insulated Terminal Crimper 

/ Naked Terminal Crimper  
(Euro Type) 

Crimping Capacity: 0.5-1/1.5-2.5/4-6/10mm2 

Length: 227mm 
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MECHANICAL 

HAND CRIMPING TOOLS 

 
 
 
 
 
 

CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-HT-50 
Mechanical Crimping 

Tool 
Crimping Capacity: 6 - 50mm2 
Length: 395mm 

 
                                          
 
 
 
 
 
 
 

CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-HT-120 
Mechanical Crimping 

Tool 
Crimping Capacity: 10 - 120mm2 
Length: 625mm 

                     
          
 
 
 
 
 
 
           
 

CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-HT-150 
Mechanical Crimping 

Tool 
Crimping Capacity: 25 - 150mm2 
Length: 625mm 

 
 
 

Specifications 

 Mechanical hexagonal hand crimping tool, for up to 150mm2. 

 Die-less crimping head. 

 Rotate die head to choose crimping size required. 

 Crimping Type: Hexagon crimping. 

 For crimping of electrical cables. 

 Can be used on copper and aluminium terminal lugs and links. 
 
  

I I I 

I_ I _ I ___ I 
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HAND CRIMPING TOOL KIT 
 
 
 
 
 

 
 

The T03C-5D is a coaxial pressing tool kit with 5 changeable die sets. 
 

Features: 

 5 changeable die sets 

 Suitable for both non-insulated and pre-insulated terminals and connectors 

 Light weight plastic carry case 
 

 

HYDRAULIC  
H AND CRIMPING TOOL 

 
 
Features: 

 Designed to accommodate hexagonal dies for compression 
links and lugs, suitable for copper and aluminium 
conductors 

 C-head with 42mm opening width, easy assembly, suitable 
for crimping sleeves 

 Built-in safety valve, automatic pressure release at 
maximum pressure 

 Crimping head rotates 360o, suitable for different angles 
 

CATALOGUE NO 
OUTPUT 
FORCE 

CRIMPING 
RANGE STROKE 

OIL 
CAPACITY 

WEIGHT PACKAGE 
RATED 

PRESSURE 

TOOL-HC-12042 12T CU 16 – 400mm2 42mm 200ml Approx.5.9kg Plastic Carry Box 700 Bar 
 

ACCESSORIES: 

Crimping Dies supplies with unit 16, 25, 35, 50, 70, 95, 120, 150, 185, 240 & 300mm2 

Available Dies sold separately 400mm2 
 

CATALOGUE NO TYPE MODEL CRIMPING RANGE 

TOOL-T03C-5D 

 
AN-10 1.5-6mm² non-insulted terminal 

 
AN-03B 

1.0-4mm² for crimping non-insulted open barrel 
terminal and connector 

 
AN-04WF 1.0-6mm² for wire ferrules end sleeves 

 
AN-16WF 6-16mm² for wire ferrules end sleeves 

 
AN-03C 0.5-6mm² pre-insulated terminal 

I I I 

0 
0 

I I I I I I 
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12T BATTERY POWERED 

CRIMPING TOOL 
 
 
 
 
 
 
 
 
 
 
 
 
Features: 

 C-head with 42mm opening width, easy connector pick and place, suitable for crimping sleeves 

 Built-in safety valve, automatic pressure relief at maximum pressure 

 Built-in micro-ship controller, more crimping times with on-time charge, protects the device body 

 Crimping head rotates 360o, suitable for different angles 

 High power capacity, high performance 18V Li-ion battery with quick charger 
 

CATALOGUE NO 
OUTPUT 
FORCE 

CRIMPING 
RANGE STROKE 

OIL 
CAPACITY 

WEIGHT PACKAGE 
RATED 

PRESSURE 

TOOL-CTE-12042 12T 
CU 

16 – 400mm2 
42mm 250ml 

Approx. 
6.18kg 

Plastic 
Carry Box 

700 Bar 
 

ACCESSORIES: 

Batteries supplied with unit 2 x 18V Li-ion batteries 

Crimping Dies supplies with unit 25, 35, 50, 70, 95, 120, 150, 185, 240 & 300mm2 
 

6T BATTERY POWERED 
CRIMPING TOOL 

 
 
 
 
 
 
 
 
 
 
 
 
Features: 

 Built-in safety valve, automatic pressure relief at maximum pressure 

 Crimping head rotates 360o, suitable for different angles 

 High power capacity, high performance V Li-ion battery with quick charger 
 

CATALOGUE NO 
OUTPUT 
FORCE 

CRIMPING 
RANGE STROKE WEIGHT PACKAGE 

RATED 
PRESSURE 

TOOL-CTE-6022M 6T 
CU 

10 – 300mm2 
17mm 

Approx. 
3kg 

Plastic Carry 
Box 

700 Bar 
 

ACCESSORIES: 

Batteries supplied with unit 1 x 18V Li-ion batteries 

Crimping Dies supplies with unit 10, 16, 25, 35, 50, 70, 95, 120, 150, 185 & 240mm2 

I I I I I I I I -I 
I 
I 

I I I I I I I -
I 
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12T HYDRAULIC 

CRIMPING HEAD 
Features: 

 Crimp cable terminal, C-clamp connector, and overhead line, tight with no fall off 

 C-head for easy dies and sleeve pick and place 

 Rotates 360o, suitable for narrow working spaces 

 Quick coupler for easy disassembly 

 Powered by single acting hydraulic pump 

CATALOGUE NO 
OUTPUT 
FORCE 

CRIMPING RANGE WEIGHT PACKAGE RATED PRESSURE 

TOOL-PCS12042-12T 12T CU 16 – 400mm2 Approx. 5.5kg Canvas Bag 700 Bar 
 

ACCESSORIES: 
Available Dies sold separately 16mm2 – 400mm2 

 

25T HYDRAULIC 
CABLE LUG CRIMPER 

Features: 

 Crimp indoor and outdoor connection clamps, cable lugs and connectors of power transmission and 
distribution 

 Open C-crimping head, sturdy and durable of the hydraulic compression head 

 Light weight, suitable for overhead line work 

 Pin-type crimping head, easy fix, pick and place of dies and connectors 

 Quick coupler for easy disassembly of the separate hydraulic crimping head 

 Used in switch factories, electrical industry, cable factories, elevator and shipping manufacture, railway, 
transformer station, power installation etc. 

 Powered by single acting hydraulic pump 

CATALOGUE NO 
OUTPUT 
FORCE 

MAXIMUM 
CRIMPING 
CAPACITY 

WEIGHT PACKAGE 
RATED 

PRESSURE 

TOOL-PCS-25T 25T 630mm2 Approx. 5.5kg Canvas Bag 700 Bar 
 

ACCESSORIES: 

Available Copper Dies sold separately 400, 500 & 630mm2 

Available Aluminium Dies sold separately 400 & 500mm2 
 

60T SPLIT-UNIT HYDRAULIC 
CRIMPING TOOL 

Features: 

 To crimp the overhead line ACSR, splicing sleeves and strain clamp for 35kV to 220kV 
power transmission line 

 Crimping head with upper dies fixing mount, rotate for quick open to crimp in the 
middle and the end 

 Quick coupler for easy disassembly 

 Powered by a single acting hydraulic pump 

CATALOGUE NO 
OUTPUT 
FORCE 

MAXIMUM 
CRIMPING 
CAPACITY 

WEIGHT PACKAGE 
RATED 

PRESSURE 

TOOL-PCS-60 
60T CU/AL 060mm Approx. 25kg Steel Bag 700 Bar 

Steel 026mm 
 

ACCESSORIES: 

Available Copper Dies sold separately 400mm2 - 800mm2 

Available Aluminium Dies sold separately 400mm2 - 800mm2 

I I I I I I I 
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12T – 60T Crimp Dies  

Copper / Aluminium 
 

 
 
 
 
 
 

 
 
  
 

 
“C” Connector Dies 

  

CATALOGUE NO 12 TON DESCRIPTION SIZE mm2  CATALOGUE NO 25 TON DESCRIPTION SIZE mm2 

DIE-CU6-12T Copper Die  6mm2 DIE-CU240-25T Copper Die  240mm2 

DIE-CU10-12T Copper Die  10mm2 DIE-CU300-25T Copper Die  300mm2 

DIE-CU16-12T Copper Die  16mm2 DIE-CU400-25T Copper Die  400mm2 

DIE-CU25-12T Copper Die  25mm2 DIE-CU500-25T Copper Die  500mm2 

DIE-CU35-12T Copper Die  35mm2 DIE-CU630-25T Copper Die  630mm2 

DIE-CU50-12T Copper Die  50mm2    

DIE-CU70-12T Copper Die  70mm2 DIE-CU-CONVERSION-25T CU Conversion Die 12T to 25T 

DIE-CU95-12T Copper Die  95mm2    

DIE-CU120-12T Copper Die  120mm2 DIE-AL400-25T Aluminium Die  400mm2 

DIE-CU150-12T Copper Die  150mm2 DIE-AL500-25T Aluminium Die  500mm2 

DIE-CU185-12T Copper Die  185mm2    

DIE-CU240-12T Copper Die  240mm2 CATALOGUE NO 60 TON DESCRIPTION SIZE mm2 

DIE-CU300-12T Copper Die  300mm2 DIE-CU400-60T Copper Die  400mm2 

DIE-CU400-12T Copper Die  400mm2 DIE-CU500-60T Copper Die  500mm2 

   DIE-CU630-60T Copper Die  630mm2 

DIE-AL6-35 - 12T Aluminium Die  6-35mm2 DIE-CU800-60T Copper Die  800mm2 

DIE-AL50-70 - 12T Aluminium Die  50-70mm2  

DIE-AL95-120 - 12T Aluminium Die  95-120mm2 DIE-AL400-60T Aluminium Die  400mm2 

DIE-AL150-185 - 12T Aluminium Die  150-185mm2 DIE-AL500-60T Aluminium Die  500mm2 

DIE-AL240-300 - 12T Aluminium Die  240-300mm2 DIE-AL630-60T Aluminium Die  630mm2 

   DIE-AL800-60T Aluminium Die  800mm2 

CATALOGUE NO 12 TON DESCRIPTION SUITS “C” CRIMP CONNECTOR 
DIE-CA-C25C Copper Die  CACC-25 

DIE-CA-C35C Copper Die  CACC-35 

DIE-CA-C70C Copper Die  CACC-70 

DIE-CA-C95C Copper Die  CACC-95 

DIE-CA-C120C Copper Die  CACC-120 

DIE-CA-HT130-CC Copper Die  CACD-35 

DIE-CA-HT13-UO Copper Die  CACD-70, CACE-35/70 

DIE-CA-HT13-C997 Copper Die  CACD-120, CACE-70/120 

DIE-CA-HT130-C1011 Copper Die  CACD-240, CACE-70/240, CACE-120/240 
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BATTERY POWERED 

UNIVERSAL TOOL 
 

 
 

 
 
Features: 

 One tool for multi-function, crimping, cutting, punching and nut splitting 

 Flip top style, easy connector pick and place, crimping head rotates 360o, suitable for different angles 

 Built-in safety valve, automatic pressure relief at maximum pressure 

 High power capacity, high performance 18V Li-ion battery with quick charger 

 With working light, more convenient to work 
 

CATALOGUE NO 
OUTPUT 
FORCE 

CRIMPING 
RANGE 

PUNCHING 
THICKNESS 

BUSBAR 
CU – AL 

CUTTING 
RANGE 

MAX NUT 
SPLITTING 
CAPACITY 

PACKAGE 
RATED 

PRESSURE 

TOOL-CTE12042-UN 12T 
CU/AL 

400/300mm2 

Angle Steel 
7mm thickness 

17.5mm 

7.5mm 
thickness 

20mm 

44mm 
CU/AL 

36mm 
Nut 

Plastic 
Carry Box 

700 Bar 

 

BATTERIES & ACCESSORIES: 

Batteries supplied with unit 2 x 18V Li-ion batteries 

Crimping Dies supplied with unit 25, 35, 50, 70, 95, 120, 150, 185, 240 & 300mm2 

Available Dies sold separately 16mm2 & 400mm2 

Punching Dies 10.5, 13.5, 17.5 & 20.5 

Extras Nut Slitting Blade, Blade Holder & Cutting Head 

REP-SERIES 
HYDRAULIC ELECRIC PUMPS 

 
 
 
 
 
 
 
 
 
 
 
Features: 

 Remote control provides safety and convenience 

 Electromagnetic valve controls the hydraulic pump 

 Oil output can be inching put by remote control, can advance, stop, and retract oil at will, enable to 
work in correct position 

 Pressure can be retained in case of need (pressure maintaining) 

 Oil window shows the hydraulic oil level 

 

CATALOGUE NO 
RESERVOIR 
CAPACITY 

INPUT WEIGHT 
OIL DELIVERY 

AT HIGH 
PRESSURE 

OIL DELIVERY 
AT LOW 

PRESSURE 

RATED 
PRESSURE 

TOOL-REP-1 5 ltr AC220V/750W Approx. 16kg 0.7 L/Min 6 L/Min 700 Bar 

TOOL-REP-2 2.4 ltr AC220V/340W Approx. 25kg 0.32 L/Min 2.6 L/Min 700 Bar 

REP-1 REP-2 
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RATCHET CABLE CUTTER TOOLS 

 
 
 
 

 
 
 
 
 
 
 
 

 

 
HEAVY DUTY HAND CUTTING TOOLS 

 
 
 

 

  
 
 
 
 
 
 

           
 

 

CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-CC-325 Ratchet Cable Cutter 
Cutting Capacity: Maximum 32mm 
Weight: 0.5kg 
Packaging: Plastic-filmed Card 

CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-CC-520 Ratchet Cable Cutter 
Cutting Capacity: Maximum 52mm 
Weight: 1.1kg 
Packaging: Plastic-filmed Card 

CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-TC-250 Hand Cable Cutter 

Cutting range: 250mm² Max. for Aluminum & 
Copper Cables  
Length: Approx.600mm  
Weight: 1.8kg  
Packaging: Paper box 

CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-TC-500 Hand Cable Cutter 

Cutting range: 500mm² Max. for Aluminum & 
Copper Cables  
Length: Approx.810mm  
Weight: 1.8kg  
Packaging: Paper box 
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CABLE CUTTING TOOLS 

  
  
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 

 
 
Features and Functions of tools above: 
1. Forged knife edge for long shelf life and easy cutting 
2. High strength aluminum alloy handle. 
3. Note: Not Suitable for cutting steel rope and hard drawn copper wires. 
 

 
 
 

CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-CC-100L 
Long Arm Cable Wire 

Cutter 

Length: 320mm 
Cutting range: 100mm²  
Weight : 0.6kg 
Package: carton box 

CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-CC-250L 
Long Arm Cable Wire 

Cutter 

Length: 600mm 
Cutting range: 250mm² 
Weight : 1.7kg 
Package: carton box 

CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-CC-500L 
Long Arm Cable Wire 

Cutter 

Length: 820mm 
Cutting range: 500mm² 
Weight : 2.8kg 
Package: carton box 

,_ 

I 

~ ~ 

I 
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RATCHET CABLE CUTTER TOOLS 

 
 
 

 

 
 
 
 
 
 
 

 

CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-TCR-75    Ratchet Cable Cutter 

Cutting range: 3×120mm² Armored Cu/Ali cable to 
Φ 75mm  
Length: Approx. 430mm  
Weight: Approx. 3.70kg  
Features: The blades are made by forging,  
Long life span and easy to use.  
Warning: Cannot cut steel rope, steel wire multi-
strands or 
Ali conductors steel reinforced. 

 
 
 
 
 
 
 
 
 

CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-TCR-101 Ratchet Cable Cutter 

Cutting range:  90mm² Armored Cu/Ali cable 
Length: Approx. 480mm  
Weight: Approx. 6.30kg  
Features: The knives are made by forging,  
Long life span and easy to use.  
Warning: Cannot cut steel rope, steel wire multi-
strands  
or Ali conductors steel reinforced. 

CATALOGUE NO DESCRIPTION PARAMETERS 

TOOL-TCR-40 Ratchet Cable Cutter 

Cutting range: 300mm² Max. For armored Cu/Ali 
cable. 
Length: 360mm  
Weight: 1.10kg  
Features: The blades are made by forging, 
Long life span and easy to use.  
Warning: Cannot cut steel rope, steel wire multi-
strands. 
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BATTERY POWERED 

CUTTING TOOLS 
 
 
 
 
 
Features: 

 Two stage hydraulics, with automatic pressure relief at maximum pressure 

 Fast cutting, light weight, easier for cutting 

 Flip top style, head rotates 360o 

 Built-in microchip controller, more cutting times with one time charge, protects the device body 

 High power capacity, high performance 18V Li-ion battery, with quick charger 

 Built-in LED light for dark environment 
 

CATALOGUE NO 
OUTPUT 
FORCE 

CUTTING 
CAPACITY 

STROKE WEIGHT PACKAGE 
RATED 

PRESSURE 

TOOL-CTE-32L 6T 
Maximum 

32mm CU/AL 
32mm 

Approx. 
1.8kg 

Plastic Carry 
Box 

700 Bar 

 
 

BATTERIES & ACCESSORIES: 

Batteries supplied with unit 1 x 18V Li-ion batteries 

 
 
 
 
Features: 

 Two stage hydraulics, with automatic pressure relief at maximum pressure 

 Fast cutting, light weight, easier for cutting 

 Flip top style, head rotates 360o 

 Built-in microchip controller, more cutting times with one time charge, protects the device body 

 High power capacity, high performance 18V Li-ion battery, with quick charger 

 Built-in LED light for dark environment 
 

CATALOGUE 
NO 

OUTPUT 
FORCE 

CUTTING 
CAPACITY 

STROKE 
OIL 

CAPAPCITY 
WEIGHT PACKAGE 

RATED 
PRESSURE 

TOOL-CTE-85 6T 
Maximum 

85mm 
CU/AL 

85mm 250ml 
Approx. 

7.2kg 
Plastic 

Carry Box 
700 Bar 

 
 

BATTERIES & ACCESSORIES: 

Batteries supplied with unit 2 x 18V Li-ion batteries 
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BATTERY POWERED 

CUTTING TOOLS 
 
  
 
 
 
 
 
 
 
 
 
 

Features: 

 Portable Ratchet Cable Cutter 

 Alloy steel blade that comes with a built-in cleaning brush 

 Easy two button operation system  

 Includes 2 x 18V lithium-ion battery and charger 

 Quick 2-hour charging of batteries, will last 70-130 cuts on a single charge 

 Ability to cut aluminum/copper armored/unarmored cable 

 Simple, convenient, and safe operation 

 Three different models available HBC-32A/50A/75 
 

 
CATALOGUE NO 

OUTPUT 
FORCE 

CUTTING 
CAPACITY 

STROKE WEIGHT PACKAGE 

CJS-TOOL-HBC-32A 60KN 
Maximum 

ф30mm  
30mm Approx. 3.6kg Plastic Carry Box 

CJS-TOOL-HBC-50A 60KN 
Maximum 

ф50mm  
50mm Approx. 3.4kg Plastic Carry Box 

CJS-TOOL-HBC-75 60KN 
Maximum 

ф70mm  
70mm Approx. 3.8kg Plastic Carry Box 
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HYDRAULIC 

HAND CUTTING TOOL 
 

 
 
 
 
 
 
Features: 

 Two stage hydraulics, automatic pressure relief at maximum pressure 

 Fast cutting, light weight, easier for cutting 

 Flip top, cutting head rotates 360o 

 Hand release button, release during the operation with quick retraction 

 Maximum cutting capacity: 85mm CU/AL cable, armoured & unarmoured cable 
 

CATALOGUE 
NO 

OUTPUT 
FORCE 

CUTTING 
CAPACITY 

STROKE 
OIL 

CAPAPCITY 
WEIGHT PACKAGE 

RATED 
PRESSURE 

TOOL-HC-85 6T 
Maximum 

85mm 
CU/AL 

85mm 150ml 
Approx. 

6.4kg 
Plastic 

Carry Box 
700 Bar 

 

 

PC SERIES 
HYDRAULIC CUTTING HEAD 

 
 
 
 
 
 
 
 
 
 
 
Features: 

 Suitable for cutting more than 10kV armoured copper and aluminium cables 

 Open head design, easy to be cut into the material 

 Cutting diameter up to 120mm 

 Connect single hydraulic pump 
 
 

CATALOGUE NO OUTPUT FORCE 
CUTTING 
CAPACITY 

WEIGHT PACKAGE 
RATED 

PRESSURE 

TOOL-PC-85 6T 
Maximum 85mm 

CU/AL 
Approx. 3.8kg Canvas Bag 700 Bar 

TOOL-PC-120 10T 
Maximum 120mm 
Armoured CU/AL 

Approx. 4.5kg Canvas Bag 700 Bar 
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OUTER SHEATH STRIPPER 

 
 
 

Features: 

 Adjustable cutting depth by screw knob 

 Blade and protective shell 

 Rotary blades apply to rounding or vertical cutting 

 

 
 

SELF ADJUSTING INSULATION STRIPPER AND 
CRIMPER 

 
 
 Features:  

 Ergonomic designed double material handle, durable and comfortable, provides a firm grip 

 Comes with a quick release lever, can be activated, and released after the crimping is completed 

 Sophisticated crimping module, integral locking designs, guarantee good quality standards when 
crimping repeatedly 

 Adopt PC plastic + high carbon steel material, with strong corrosion resistance, durability, and good 
wear resistance 

 The product has stable structure, excellent performance, and long service life  
  
Note:  
Due to the design of the wire stripper, the two clips are synchronized, and the wire stuck on the plastic baffle will 
affect the wire stripping. When stripping multi-stranded wires, the wires should be laid flat. If the outer skin of 
the wires is too hard and thick, needs to be stripped more. 

 
 

CATALOGUE NO CUTTING RANGE LENGTH WEIGHT 

TOOL-LY25-6 8-25mm 170mm 0.15kg 

CATALOGUE NO CLAMPING RANGE LENGTH WEIGHT 

TOOL-HS-D2 0.2-6.0mm² 10-24AWG 205mm 0.36kg 
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STRIPPABLE SEMI-CON SCORER 

 
 
 
 
 
 
 
 
The CJST-640SC strippable semi-con scorer is used to score and strip non-bonded semi-conductor. 
 

CATALOGUE NO 
ADJUSTABLE 

CUTTING DEPTH 
ROTARY KNOB RANGE 

APPLICABLE 
CABLE 

DIAMETER 

BLADE 
MINIMUM 
HARDNESS 

TOOL-CJST-640SC Maximum 2mm 
0 – 0.9mm each adjustable 

depth is 0.1mm 
16 – 41mm 52 HRC 

Easy operation with left-hand screw & right-hand screw 
* Replaceable blades available 

 
 

CABLE JACKET STRIPPER 
 

 
 
 
CJST-622 Cable Jacket Stripper is used to strip jacket of 3 core and 1 core cables. 
 

CATALOGUE NO CUTTING THICKNESS 
APPLICABLE CABLE 

DIAMETER 
WEIGHT 

TOOL-CJST-622JS 5mm 25mm Approx. 0.2kg 

* Replaceable blades available 

 
 

XLPE INSULATION LAYER STRIPPER 
 
 
 

 
The CJST-531 XLPE Insulation Layer Stripper is used to strip 5kV to 35kV main XLPE insulation layer. It has a 
slice/rotary function with an adjustable blade angle. 
 

CATALOGUE NO 
CUTTING 

THICKNESS 
STRIPPING 

DEPTH 
APPLICABLE CABLE 

DIAMETER 
APPLICABLE 

kV 
WEIGHT 

TOOL-CJST-531XL 5mm 
0 – 15mm 

(adjustable) 
15 – 61mm 5kV – 35kV 

Approx. 
1.0kg 

* Applied Replaceable blades available 
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INSULATION CHAMFER TOOL 

 
 
 
 
The CJST-240 Insulation Chamfer Tool is used by MV-HV jointers to remove insulation to prepare cables ready for 
the insulation of joints, terminations, or connectors. It features a fixed blade for easy chamfering. 
 

CATALOGUE NO 
MAXIMUM 
ROTATION 

APPLICABLE XLPE 
CABLE DIAMETER 

INSULATION LAYER 
CHAMFER kV 

WEIGHT 

TOOL-CJST-240CH 200mm 15 – 60mm 3.3kV – 35kV Approx. 0.39kg 

* Replaceable blades available 

 
NON-STRIPPABLE SEMI-CON STRIPPER 

 
 
 
 
 
 
 
The CST-221 cable stripping tool removes the bonded semi-conducting screen without requiring lubrication 
while also creating a chamfer finish, safe and convenient, it can be used on conductors 18 to 60mm. 
 

CATALOGUE NO STRIPPING DEPTH 
CONDUCTOR 

RANGE 
APPLICABLE kV WEIGHT 

TOOL-CJST-221 0 – 1.5mm 18 to 60mm 10kV, 20kV, 35kV 0.8kg 

Advantage: fixing on the cable filmy, can be used in -10oC 
* Replaceable blades available 

 
HEAT GUN 

 
 
 
 
 
 

 

CATALOGUE NO 
RATED 

VOLTAGE 
INPUT 

POWER 
MAXIMUM 

TEMPERATURE 
MINIMUM 

TERMPERATURE 
PACKAGE WEIGHT 

TOOL-HEATGUN-
DB3022 

240V – 50HZ 2000W 600oC 60oC 
Plastic 

Carry Box 
Approx. 

1.0kg 
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ECONOMICAL 

CABLE PREPARATION TOOLS 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
The CJS-FL-235 is an economical cable stripper, high-cost performance set, comes complete with semi-con 
stripper and main insulation stripper. 
 

CATALOGUE NO 
STRIPPING 

RANGE 

STRIPPING 
DEPTH 

SEMI-CON 

STRIPPNG 
DEPTH MAIN 
INSULATION 

kV RATED PACKAGE WEIGHT 

TOOL-FL-235 30 – 65mm 0 – 3mm 1 – 15mm 35kV Cable 
Plastic 

Carry Box 
Approx. 

2.2kg 

 
 
 
 
  

CATALOGUE 
NO 

TITLE DESCRIPTION 

TOOL-FL-135 
10-35kV Cable 
Prep Kit Complete  

1. Portable tool bag 
2. XLPE Insulation Layer Stripper Cable diameter: 15-61mm   Applicable kV: 

5kV-35kV 
3. Cable Jacket Stripper Cable diameter: 25mm 
4. Insulation Chamfer Tool Cable diameter: 15-60mm Applicable kV: 3.3kV-

35kV 
5. Strippable Semi-Con Stripper Cable diameter: 16-41mm 
6. Pliers 
7. Gloves 

MAIN INSULATION STRIPPER 

CATALOGUE 
NO 

STRIPPING 
RANGE 

STRIPPING 
DEPTH 

kV 
RATED 

TOOL-CJST-
15/65A 

30 – 65mm 1 – 15mm 
35kV 
Cable 

SEMI-CON STRIPPER 

CATALOGUE 
NO 

STRIPPING 
RANGE 

STRIPPING 
DEPTH 

kV 
RATED 

TOOL-CJST-
15/65B 

30 – 65mm 0 – 3mm 
35kV 
Cable 
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CABLE CLEANING SOLVENT 

CCS-500 
 
 
 

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Safe efficient cleaning of cable surface, Cleans oils, greases, and dirt quickly and effectively. 
A precision cleaning solvent fast drying rapid evaporation of this high purity, highly refined  
solvent ensures safe and effective cleaning. Also great for cleaning sensitive electronic componentry and 
precision engineered mechanisms.  
 
 
Features  

 Low Toxicity 

 Safe on most plastics 

 Leaves no residue 

 Non staining  

 Non-Corrosive Inert 

 Fast drying 

 SDS sheet available upon request 
 
 

CATALOGUE NO DESCRIPTION SIZE 

CCS-500 Cable Cleaning Solvent 500ml 

 

 
 
 
 

~ I 

CJS ! 
CABLE"" :_:, ,.JOINTING 

Cable Cleaning Solvem 
P/#CCS-500 
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25mm CAM BUCKLE TIE DOWN STRAPS 

CJS STRAPS 
 

                              
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
CJS CAM Buckle Tie Downs have been designed and tested to conform to Australian Standards AS/NZS 
4380:2001 with each strap having user-friendly instructions and warning tags. 
 
 
Features: 

 Made to conform to AS/NZS 4380:2001 Standards 

 CJS tie down straps are very easy to use and easy to adjust 

 UV stabilized. 

 Heavy duty buckle. 

 Angles tips for easy entry 

 Heavy duty polyester webbing 

 Break Strength: - 400kg 

 Load Capacity: 200kg 
 
 

CATALOGUE NO STRIPPING RANGE COLOUR 

CJS-STRAP600-BK 0.6 mtr Strap BLACK 

CJS-STRAP800-BL 0.8 mtr Strap BLUE 

CJS-STRAP1000-GY 1.0 mtr Strap GREY 

CJS-STRAP1500-YW 1.5 mtr Strap YELLOW 

CJS-STRAP2000-GN 2.0 mtr Strap GREEN 

CJS-STRAP2500-RD 2.5 mtr Strap RED 

CJS-STRAP3500-BK 3.5 mtr Strap BLACK 
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CABLE LUBE 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Slippery Stuff is a high-performance lubricant which provides maximum tension reduction in high stress electrical 
and communication cable pulling operations. 
 
Features: 

 Compatible with all cable types 

 Cleans up easily with soap and water 

 Remains stable over wide temperature range – usable from -2oC – 82oC (28oF – 180oF) 

 Dries to a semi-fluid that won’t clog conduit 

 Easy to apply by hand, brush, or pump 

 Environmentally safe, non-toxic, non-flammable and non-corrosive 

 SDS sheet available upon request  
 
 
 

CATALOGUE NO SIZE 

CABLUBE-1LTR 1 ltr Bottle 

CABLUBE-20LTR 20 ltr Bottle 
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CABLE SOCKS 

 
CJS’s range of hand-woven cable grips are designed for hauling power cables, fibre optic cables, coaxial cables 
and winching rope through conduits, trenches, and overhead poles. 
 
Manufactured from high-tensile galvanized steel or stainless-steel wire that is evenly woven in a single, double, 
or triple wire weave according to pulling tensions requirements, this assures the best quality for durability and 
performance. Grips are slipped over the outside sheath of a cable when pulling tension is applied the grip 
contracts applying its gripping force to the outside of the cable. 
 
Cable socks, which are sometimes called cable stockings or cable grips provide an efficient method of supporting 
cables. But basically, can be used to support or pull any cylindrical object within their grip and load carrying 
capacity. 
 
At CJS we stock a large range of high tensile galvanized cable socks and stainless-steel cable socks. Our range 
includes single eye end pull, double eye, offset eye, and lace-up cable socks from 6mm to 126mm. 
 
Cable socks can also be supplied to customer specifications. 
 
TCG – Closed Tubular Single Eye (CTSE) 
 
Designed for pulling medium to heavy loads, e.g., one or more cables in applications where no additional 
support is necessary or when additional cable grips are used. 
 
DCG – Closed Tubular Double Eye (CTDE) 
 
Ideal for pulling medium to heavy loads, the main advantage over the single eye cable grip is, since the cable 
being pulled can be passed through the grip, several cables can be used to support over a calculated distance. 
 
OCG – Closed Tubular Offset Eye (CTSE-OS) 
 
Designed for pulling medium to heavy loads but with an offset single eye and open-ended construction which 
allows the cable to pass right through, multiple cable grips can be used on one cable or bundle of cables. 
 
LCG – Lace-up Double Eye (LUDE) 
 
The double eye construction is used for pulling medium to heavy loads, but this sock is designed to be stitched or 
laced into position, this is used where a fitting or connector prevents a standard cable grip from being slipped 
onto the cable. 
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END PULL CABLE PULLING SOCKS 

CLOSED TUBULAR SINGLE EYE END PULL (CTSE) 
 

 
 
 
 
 
 
 
 
 

CATALOGUE NO DESCRIPTION 
SIZE 

RANGE 
MAX 

LENGTH 
S.W.L 

kN 

TENSILE 
LOAD 

KG 
DESIGN 

WIRE 
THK 

(mm) 

TCG0612 / TCG0612-SS Closed Tubular Single Eye 06-12 425 5 918 4 x 2 Ply 1 

TCG0916 / TCG0916-SS Closed Tubular Single Eye 09-16 525 9 918 4 x 2 Ply 1.2 

TCG1422 / TCG1422-SS Closed Tubular Single Eye 14-22 575 15 1530 5 x 2 Ply 1.2 

TCG2032 / TCG2032-SS Closed Tubular Single Eye 20-32 675 24 1935 5 x 3 Ply 1.2 

TCG3240 / TCG3240-SS Closed Tubular Single Eye 32-40 875 35 2750 6 x 2 Ply 1.5 

TCG4055 / TCG4055-SS Closed Tubular Single Eye 40-55 1000 62 3975 6 x 3 Ply 1.5 

TCG5575 / TCG5575-SS Closed Tubular Single Eye 55-75 1050 98 6420 8 x 3 Ply 2 

TCG7595 / TCG7595-SS Closed Tubular Single Eye 75-95 1150 133 9380 8 x 3 Ply 2 

TCG95114 / TCG95114-SS Closed Tubular Single Eye 95-114 1200 148 12440 10 x 3 Ply 2 

TCG114126 / TCG114126-SS Closed Tubular Single Eye 114-126 1200 176 18860 10 x 3 Ply 2 

* SS = Stainless Steel 

 

OFFSET EYE PULLING SOCKS 
CLOSED TUBULAR OFFSET EYE (CTSE-OS) 

 
 
 
 
 

 

CATALOGUE NO DESCRIPTION 
SIZE 

RANGE 

MAX 
LENGT

H 

S.W.L 
kN 

TENSILE 
LOAD KG 

DESIGN 
WIRE 
THK 

(mm) 

OCG0612 / OCG0612-SS Closed Tubular Offset Eye 06-12 450 5 918 4 x 2 Ply 1 

OCG0916 / OCG0916-SS Closed Tubular Offset Eye 09-16 550 9 918 4 x 2 Ply 1.2 

OCG1422 / OCG1422-SS Closed Tubular Offset Eye 14-22 600 15 1530 5 x 2 Ply 1.2 

OCG2032 / OCG2032-SS Closed Tubular Offset Eye 20-32 700 24 1935 5 x 3 Ply 1.2 

OCG3240 / OCG3240-SS Closed Tubular Offset Eye 32-40 900 35 2750 6 x 2 Ply 1.5 

OCG4055 / OCG4055-SS Closed Tubular Offset Eye 40-55 1100 62 3975 6 x 3 Ply 1.5 

OCG5575 / OCG5575-SS Closed Tubular Offset Eye 55-75 1150 98 6420 8 x 3 Ply 2 

OCG7595 / OCG7595-SS Closed Tubular Offset Eye 75-95 1200 133 9380 8 x 3 Ply 2 

OCG95114 / OCG95114-SS Closed Tubular Offset Eye 95-114 1200 148 12440 10 x 3 Ply 2 

OCG114126 / OCG114126-SS Closed Tubular Offset Eye 114-126 1200 176 18860 10 x 3 Ply 2 

* SS = Stainless Steel 
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CLOSED TUBULAR CABLE PULLING SOCK 

CLOSED TUBULAR DOUBLE EYE (CTDE) 

 
 
 
 

CATALOGUE NO DESCRIPTION 
SIZE 

RANGE 
MAX 

LENGTH 
S.W.L 

kN 

TENSILE 
LOAD 

KG 
DESIGN 

WIRE 
THK 

(mm) 
DCG0612 / DCG0612-SS Closed Tubular Double Eye 06-12 525 5 918 4 x 2 Ply 1 

DCG0916 / DCG0916-SS Closed Tubular Double Eye 09-16 600 9 918 4 x 2 Ply 1.2 

DCG1422 / DCG1422-SS Closed Tubular Double Eye 14-22 675 15 1530 5 x 2 Ply 1.2 

DCG2032 / DCG2032-SS Closed Tubular Double Eye 20-32 750 24 1935 5 x 3 Ply 1.2 

DCG3240 / DCG3240-SS Closed Tubular Double Eye 32-40 1150 35 2750 6 x 2 Ply 1.5 

DCG4055 / DCG4055-SS Closed Tubular Double Eye 40-55 1150 62 3975 6 x 3 Ply 1.5 

DCG5575 / DCG5575-SS Closed Tubular Double Eye 55-75 1200 98 6420 8 x 3 Ply 2 

DCG7595 / DCG7595-SS Closed Tubular Double Eye 75-95 1200 133 9380 8 x 3 Ply 2 

DCG95114 / DCG95114-SS Closed Tubular Double Eye 95-114 1200 148 12440 10 x 3 Ply 2 

DCG114126 / DCG114126-SS Closed Tubular Double Eye 114-126 1200 176 18860 10 x 3 Ply 2 

* SS = Stainless Steel 

 

LACE-UP CABLE PULLING SOCK 
LACE-UP DOUBLE EYE (LUDE) 

 
 
 
 
 
 
 
 

CATALOGUE NO DESCRIPTION 
SIZE 

RANGE 
MAX 

LENGTH 
S.W.L 

kN 
TENSILE 
LOAD KG 

DESIGN 
WIRE 
THK 

(mm) 

LCG0612 / LCG0612-SS Lace-Up Double Eye 06-12 510 5 918 4 x 2 Ply 1 

LCG0916 / LCG0916-SS Lace-Up Double Eye 09-16 565 9 918 4 x 2 Ply 1.2 

LCG1422 / LCG1422-SS Lace-Up Double Eye 14-22 630 15 1530 5 x 2 Ply 1.2 

LCG2032 / LCG2032-SS Lace-Up Double Eye 20-32 755 24 1935 5 x 3 Ply 1.2 

LCG3240 / LCG3240-SS Lace-Up Double Eye 32-40 930 35 2750 6 x 2 Ply 1.5 

LCG4055 / LCG4055-SS Lace-Up Double Eye 40-55 1220 62 3975 6 x 3 Ply 1.5 

LCG5575 / LCG5575-SS Lace-Up Double Eye 55-75 1280 98 6420 8 x 3 Ply 2 

LCG7595 / LCG7595-SS Lace-Up Double Eye 75-95 1280 133 9380 8 x 3 Ply 2 

LCG95114 / LCG95114-SS Lace-Up Double Eye 95-114 1280 148 12440 10 x 3 Ply 2 

LCG114126 / LCG114126-SS Lace-Up Double Eye 114-126 1280 176 18860 10 x 3 Ply 2 

* SS = Stainless Steel 
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CABLE LUGS & LINKS 

 
 
 

 

 

EFFICIENT 
CONNECTING 

SOLUTIONS 
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COPPER COMPRESSION CABLE LUG  

HEAVY DUTY 
 

 
 
 
 
 
 
 

CATALOGUE NO 
CABLE 
mm2 

STUD 
HOLE 
(mm) 

BARREL 
ID 

(mm) 

PALM 
WIDTH 
(mm) 

BARREL 
LENGTH 

(mm) 

STUD DISTANCE 
FROM BARREL 

(mm) 

STUD DISTANCE 
FROM TOP 

(mm) 

TOTAL 
LENGTH 

(mm) 

E (H.D.) A D B H G J 

LUG-CU-1.5M4 1.5 4.2 1.8 8 7 5 4 18 

LUG-CU-1.5M5 1.5 5.3 1.8 8 7 5 4 18 

LUG-CU-1.5M6 1.5 6.4 1.8 10 7 7 4 20 

LUG-CU-2.5M4 2.5 4.2 2.4 8 8 5 4 19 

LUG-CU-2.5M5 2.5 5.3 2.4 10 8 6 5 21 

LUG-CU-2.5M6 2.5 6.4 2.4 10 8 6 5 21 

LUG-CU-2.5M8 2.5 8.4 2.4 11 7 9 6 24 

LUG-CU-4M5 4 5.3 3.1 10 9 6 5 22 

LUG-CU-4M6 4 6.4 3.1 10 9 6 5 22 

LUG-CU-4M8 4 8.4 3.1 12 9 8 6 26 

LUG-CU-4M10 4 10.5 3.1 13 9 11 8 32 

LUG-CU-6M5 6 5.3 3.8 10 9 6 5 23 

LUG-CU-6M6 6 6.4 3.8 12 9 9 6 27 

LUG-CU-6M8 6 8.4 3.8 12 9 9 6 27 

LUG-CU-6M10 6 10.5 3.8 16 10 11 8 32 

LUG-CU-6M12 6 13 7.5 16 10 11 8 38 

LUG-CU-10M5 10 5.3 4.7 12 10 5 4 27 

LUG-CU-10M6 10 6.4 4.7 12 10 7 6 27 

LUG-CU-10M8 10 8.4 4.7 14 10 8 7 29 

LUG-CU-10M10 10 10.5 4.7 16 10 11 8 32 

LUG-CU-10M12 10 13 4.7 18 10 13 10 37 

LUG-CU-16M5 16 5.3 5.5 11 19 6 4.5 37 

LUG-CU-16M6 16 6.4 5.5 11 19 8 6 37 

LUG-CU-16M8 16 8.4 5.5 14 19 9 7 39 

LUG-CU-16M10 16 10.5 5.5 16 19 10 8 41 

LUG-CU-16M12 16 13 5.5 18 19 13 10 46 

LUG-CU-25M5 25 5.3 7.1 14 21 8 4.5 41 

LUG-CU-25M6 25 6.4 7.1 14 21 9 7 41 

LUG-CU-25M8 25 8.4 7.1 14 21 9 7 41 

LUG-CU-25M10 25 10.5 7.1 16 21 10 9 44 

LUG-CU-25M12 25 13 7.1 18 21 13 10 48 

LUG-CU-35M6 35 6.4 8.2 16 21 10 9 45 

LUG-CU-35M8 35 8.4 8.2 16 21 10 9 45 

LUG-CU-35M10 35 10.5 8.2 19 21 10 9 46 

LUG-CU-35M12 35 13 8.2 20 21 13 11 50 

LUG-CU-35M16 35 17 8.2 23 21 15 13 55 
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COPPER COMPRESSION CABLE LUG  
HEAVY DUTY 

CATALOGUE NO 
CABLE 
mm2 

STUD HOLE 
(mm) 

BARREL 
ID 

(mm) 

PALM 
WIDTH 
(mm) 

BARREL 
LENGTH 

(mm) 

STUD 
DISTANCE 

FROM 
BARREL 

(mm) 

STUD 
DISTANCE 
FROM TOP  

(mm) 

TOTAL 
LENGTH 

(mm) 

E (H.D.) A D B H G J 

LUG-CU-50M6 50 6.4 9.5 18 22 11 9 48 

LUG-CU-50M8 50 8.4 9.5 18 22 11 9 48 

LUG-CU-50M10 50 10.5 9.5 18 22 11 9 48 

LUG-CU-50M12 50 13 9.5 21 22 13 11 52 

LUG-CU-50M16 50 17 9.5 23 22 14 14 56 

LUG-CU-70M6 70 6.4 11.2 21 24 13 11 54 

LUG-CU-70M8 70 8.4 11.2 21 24 13 11 54 

LUG-CU-70M10 70 10.5 11.2 21 24 13 11 54 

LUG-CU-70M12 70 13 11.2 21 24 13 11 54 

LUG-CU-70M16 70 17 11.2 28 24 18 16 64 

LUG-CU-95M8 95 8.4 13.5 25 27 14 12 60 

LUG-CU-95M10 95 10.5 13.5 25 27 14 12 60 

LUG-CU-95M12 95 13 13.5 25 27 14 12 60 

LUG-CU-95M16 95 17 13.5 28 27 16 14 64 

LUG-CU-120M8 120 8.4 15.6 29 30 14 12 64 

LUG-CU-120M10 120 10.5 15.6 29 30 14 12 64 

LUG-CU-120M12 120 13 15.6 29 30 14 12 64 

LUG-CU-120M16 120 17 15.6 29 30 16 16 70 

LUG-CU-150M8 150 8.4 16.7 32 30 16 16 71 

LUG-CU-150M10 150 10.5 16.7 32 30 16 16 71 

LUG-CU-150M12 150 13 16.7 32 30 20.5 20.5 80 

LUG-CU-150M16 150 17 16.7 32 30 20.5 20.5 80 

LUG-CU-185M8 185 8.4 18.4 35 32 16 16 74 

LUG-CU-185M10 185 10.5 18.4 35 32 16 16 74 

LUG-CU-185M12 185 13 18.4 35 32 20.5 20.5 83 

LUG-CU-185M16 185 17 18.4 35 32 20.5 20.5 83 

LUG-CU-240M10 240 10.5 21.2 40 38 21 21 92 

LUG-CU-240M12 240 13 21.2 40 38 21 21 92 

LUG-CU-240M16 240 17 21.2 40 38 21 21 92 

LUG-CU-240BLANK 240 BLANK 21.2 40 38 21 21 92 

LUG-CU-300M10 300 10.5 23.5 45 42 23 23 101 

LUG-CU-300M12 300 13 23.5 45 42 23 23 101 

LUG-CU-300M16 300 17 23.5 45 42 23 23 101 

LUG-CU-300BLANK 300 BLANK 23.5 45 42 23 23 101 

LUG-CU-400M10 400 10 26.8 50 44 26 26 114 

LUG-CU-400M12 400 13 26.8 50 44 28 24 114 

LUG-CU-400M16 400 17 26.8 50 44 28 24 114 

LUG-CU-400BLANK 400 BLANK 26.8 50 44 28 24 114 

LUG-CU-500M10 500 10.5 30.0 56 50 28 28 124 

LUG-CU-500M12 500 13 30.0 56 50 28 28 124 

LUG-CU-500M16 500 17 30.0 56 50 28 28 124 

LUG-CU-500BLANK 500 BLANK 30.0 56 50 28 28 124 

LUG-CU-630M10 630 10.5 34.0 65 58 28 28 134 

LUG-CU-630M12 630 13.5 34.0 65 58 28 28 134 

LUG-CU-630M16 630 17 34.0 65 58 28 28 134 

LUG-CU-630BLANK 630 BLANK 34.0 65 58 28 28 134 

LUG-CU-800BLANK 800 BLANK 39.3 74 125 62.5 62.5 275 

LUG-CU-1000BLANK 1000 BLANK 44.0 84.6 130 62.5 62.5 295 
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COPPER COMPRESSION BELL MOUTH LUGS 

                         
Bell mouth lugs are specifically designed to ensure easy entry of fine stranded flexible cables. Because flexible 
cables tend to “splay” when the cable insulation has been removed, the enlarged cable entry provided by the 
bell mouth will accommodate the strand spread. Bell mouth lugs are crimped using standard tools and dies. 
 
Technical Data: 

 Electrolytic copper 99.95% purity 

 Annealed material ensures optimal crimping properties 

 Tin plated surface 

 Internal chamfer for easy cable insertion 

 Operating temperature – 55oC to 155oC 

 For flexible and stranded CU conductors 

 Voltage rating – according to AS/NZS4325-Part 1 up to 30kV (Um 36kV) 
 

CATALOGUE NO 
CABLE 
mm2  

STUD 
HOLE 
(mm) 

BARREL 
ID 

(mm) 

PALM 
WIDTH 
(mm) 

BARREL 
LENGTH 

(mm) 

STUD 
DISTANCE 

FROM 
BARREL 

(mm) 

STUD 
DISTANCE 
FROM TOP  

(mm) 

TOTAL 
LENGTH 

(mm) 

E (H.D.) A D B H G J 

LUG-BELL-6M5 6 5.4 3.8 12 9 9 6 27 

LUG-BELL-6M6 6 6.4 3.8 12 9 9 6 27 

LUG-BELL-6M8 6 8.4 3.8 12 9 9 6 27 

LUG-BELL-10M6 10 6.4 4.7 12 10 7 6 27 

LUG-BELL-10M8 10 8.4 4.7 14 10 8 7 29 

LUG-BELL-10M10 10 10.5 4.7 16 10 11 8 32 

LUG-BELL-16M6 16 6.4 5.5 11 19 8 6 37 

LUG-BELL-16M8 16 8.4 5.5 14 19 9 7 39 

LUG-BELL-16M10 16 10.5 5.5 16 19 10 8 41 

LUG-BELL16M12 16 13 5.5 18 19 13 10 46 

LUG-BELL-25M6 25 6.4 7.1 14 21 9 7 41 

LUG-BELL-25M8 25 8.4 7.1 14 21 9 7 41 

LUG-BELL-25M10 25 10.5 7.1 16 21 10 9 44 

LUG-BELL-25M12 25 13 7.1 18 21 13 10 48 

LUG-BELL-35M6 35 6.4 8.2 16 21 10 9 45 

LUG-BELL-35M8 35 8.4 8.2 16 21 10 9 45 

LUG-BELL-35M10 35 10.5 8.2 18 21 10 9 46 

LUG-BELL-35M12 35 13 8.2 20 21 13 11 50 
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COPPER COMPRESSION BELL MOUTH LUGS 

 

CATALOGUE NO 
CABLE 
mm2 

STUD 
HOLE 
(mm) 

BARREL 
ID 

(mm) 

PALM 
WIDTH 
(mm) 

BARREL 
LENGTH 

(mm) 

STUD 
DISTANCE 

FROM 
BARREL 

(mm) 

STUD 
DISTANCE 

FROM 
TOP  

(mm) 

TOTAL 
LENGTH 

(mm) 

E (H.D.) A D B H G J 

LUG-BELL-50M6 50 6.4 9.5 18 22 11 9 48 

LUG-BELL-50M8 50 8.4 9.5 18 22 11 9 48 

LUG-BELL-50M10 50 10.5 9.5 18 22 11 9 48 

LUG-BELL-50M12 50 13 9.5 21 22 13 11 52 

LUG-BELL-70M8 70 8.4 11.2 21 24 13 11 54 

LUG-BELL-70M10 70 10.5 11.2 21 24 13 11 54 

LUG-BELL-70M12 70 13 11.2 21 24 13 11 54 

LUG-BELL-95M8 95 8.4 13.5 25 27 14 12 60 

LUG-BELL-95M10 95 10.5 13.5 25 27 14 12 60 

LUG-BELL-95M12 95 13 13.5 25 27 14 12 60 

LUG-BELL-95M16 95 17 13.5 28 27 16 14 64 

LUG-BELL-120M8 120 8.4 15.6 29 30 14 12 64 

LUG-BELL-120M10 120 10.5 15.6 29 30 14 12 64 

LUG-BELL-120M12 120 13 15.6 29 30 14 12 64 

LUG-BELL-120M16 120 17 15.6 29 30 16 16 70 

LUG-BELL-150M8 150 8.4 16.7 32 30 16 16 71 

LUG-BELL-150M10 150 10.5 16.7 32 30 16 16 71 

LUG-BELL-150M12 150 13 16.7 32 30 20.5 20.5 80 

LUG-BELL-150M16 150 17 16.7 32 30 20.5 20.5 80 

LUG-BELL-150BLANK 150 BLANK 16.7 32 30 20.5 20.5 80 

LUG-BELL-185M8 185 8.4 18.4 35 32 16 16 74 

LUG-BELL-185M10 185 10.5 18.4 35 32 16 16 74 

LUG-BELL-185M12 185 13 18.4 35 32 20.5 20.5 83 

LUG-BELL-185M16 185 17 18.4 35 32 20.5 20.5 83 

LUG-BELL-185BLANK 185 BLANK 18.4 35 32 20.5 20.5 83 

LUG-BELL-240M10 240 10.5 21.2 40 38 21 21 92 

LUG-BELL-240M12 240 13 21.2 40 38 21 21 92 

LUG-BELL-240M16 240 17 21.2 40 38 21 21 92 

LUG-BELL-240BLANK 240 BLANK 21.2 40 38 21 21 92 

LUG-BELL-300M12 300 13 23.5 45 42 23 23 101 

LUG-BELL-300BLANK 300 BLANK 23.5 45 42 23 23 101 

LUG-BELL-400M16 400 17 26.8 50 44 28 24 114 

LUG-BELL-400BLANK 400 BLANK 26.8 50 44 28 24 114 

LUG-BELL-500M16 500 17 30 56 50 28 28 124 

LUG-BELL-500BLANK 500 BLANK 30 56 50 28 28 124 

LUG-BELL-630BLANK 630 BLANK 34 65 58 28 28 134 
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COPPER COMPRESSION CIRCUIT  

BREAKER LUGS 

Circuit breaker narrow palm cable lugs, as the name suggests, is a range of copper lugs with a reduced palm 
fixing area. These lugs enable connection to low voltage circuit breakers and terminal blocks. These lugs utilize 
standard barrel dimensions so normal crimping rules using standard tools and crimp dies still apply. 
 
Technical Data: 

 Electrolytic copper 99.95% purity 

 Annealed material ensures optimal crimping properties 

 Tin plated surface 

 Internal chamfer for easy cable insertion 

 Operating temperature – 55oC to 155oC 

 For flexible and stranded CU conductors 

 Voltage rating – according to AS/NZS4325-Part 1 up to 30kV (um 36kV) 
 

     CATALOGUE 
NO   

CABLE 
mm2 

STUD 
HOLE 
(mm) 

BARREL 
ID 

(mm) 

PALM 
WIDTH 
(mm) 

BARREL 
LENGTH 

(mm) 

STUD 
DISTANCE 

FROM 
BARREL 

(mm) 

STUD 
DISTANCE 

FROM 
TOP  

(mm) 

TOTAL 
LENGHT 

(mm) 

E (H.D.) A D B H G J  

LUG-CB-10M5 10 5.3 4.3  10  10  7.5 5.5   27 

LUG-CB-16M5 16 5.3  5.5  9   19   7 6    36  

LUG-CB-25M5 25 5.3 7.1  11  21  8 6   39 

LUG-CB-35M6 35 6.2 8.2 15 21 8 7 41 

LUG-CB-50M6 50 6.2 9.5 15 22 8 7 43 

LUG-CB-50M8 50 8.5 9.5 15 22 8 7 43 

LUG-CB-50M10 50 10.2 9.5 16 22 12 9 49 

LUG-CB-70M6 70 6.2 11.2 17 24 8.5 6.5 45 

LUG-CB-70M8 70 8.5 11.2 17 24 8.5 6 45 

LUG-CB-70M10 70 10.2 11.2 19 24 12 9 51 

LUG-CB-95M8 95 8.2 13.5 19 27 9 8 51 

LUG-CB-95M10 95 10.5 13.5 19 27 12 9 55 

LUG-CB-120M8 120 8.5 15.6 19 30 12 11 61 

LUG-CB-120M10 120 10.2 15.6 19 30 12 11 61 

LUG-CB-120M12 120 13 15.6 19 30 12 10 61 

LUG-CB-150M8 150 8.2 16.7 19 30 15 12 66 

LUG-CB-150M10 150 10.2 16.7 19 30 15 12 66 

LUG-CB-185M10 185 10.5 18.4 24.5 32 17.5 14.5 74 

LUG-CB-185M12 185 13 18.4 24.5 32 17.5 14.5 74 

LUG-CB-240M10 240 10.2 21.2 31 38 18.5 13.5 82 

LUG-CB-240M12 240 13 21.2 31 38 18.5 13.5 82 

LUG-CB-300M10 300 10.5 23.5 31 42 20 12 87 

LUG-CB-300M12 300 13 23.5 31 42 20 12 87 

 

G H 
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COPPER COMPRESSION LONG BARREL LUGS 

OUTDOOR TYPE 
 
 
 
 
 
 
 
 
Our long barrel copper lugs are designed for outdoor use. They have no inspection window to seal the lug from 
any water ingress. The extra-long barrel allows for extra crimps where needed in high stress areas, such as 
outdoor termination kits. The CJS long barrel lugs are designed to be crimped with standard hexagon dies. 
 
Technical Data: 

 Electrolytic Copper 99.95% purity 

 Annealed material ensures optimal crimping properties. 

 Tin plated surface 

 Internal chamfer for easy cable insertion 

 Operating temperature – 55oC to 155oC 

 For flexible and stranded CU conductors 

 Voltage rating – according to AS/NZS4325-Part 1 up to 30kV (Um 36kV) 
 

CATALOGUE NO 
CABLE 
mm2 

STUD 
HOLE 
(mm) 

BARREL 
ID 

(mm) 

PALM 
WIDTH 
(mm) 

BARREL 
LENGTH 

(mm) 

STUD 
DISTANCE 

FROM 
BARREL 

(mm) 

STUD 
DISTANCE 

FROM 
TOP 

(mm) 

TOTAL 
LENGTH 

(mm) 

E (H.D.) A D B H G J 

LUG-LB-10M6 10 6.5 4.7 12 18 7 6 35 

LUG-LB-25M10 25 10.5 7.1 16 29 10 9 52 
LUG-LB-25M12 25 13 7.1 18 29 13 10 56 

LUG-LB-35M8 35 8.4 8.2 16 35 10 9 59 

LUG-LB-35M10 35 10.5 8.2 18 35 10 9 59 

LUG-LB-35M12 35 13 8.2 20 35 13 11 64 

LUG-LB-50M10 50 10.5 9.5 18 44 10 8 68 

LUG-LB-50M12 50 13 9.5 21 46 13 11 76 

LUG-LB-70M10 70 10.5 11.2 21 48 13 11 78 

LUG-LB-70M12 70 13 11.2 21 48 13 11 78 

LUG-LB-95M10 95 10.5 13.5 25 54 14 12 87 

LUG-LB-95M12 95 13 13.5 25 54 14 12 87 

LUG-LB-120M10 120 10.5 15.6 30 60 14 12 94 

LUG-LB-120M12 120 13 15.6 30 60 14 12 94 

LUG-LB-150M10 150 10.5 16.7 32 60 18 18 105 

LUG-LB-150M12 150 13 16.7 32 60 18 18 105 

LUG-LB-150M16 150 17 16.7 32 60 18 18 105 

LUG-LB-185M12 185 13 18.4 36 64 18 18 111 

LUG-LB-240M12 240 13 21.2 41 80 21 21 134 

LUG-LB-240BL 240 BLANK 21.2 41 80 21 21 134 
LUG-LB-300BL 300 BLANK 23.5 46 90 23 23 149 

LUG-LB-400BL 400 BLANK 26.8 80 93 28 24 163 

LUG-LB-500BL 500 BLANK 30 56 105 27 27 174 

LUG-LB-630BL 630 BLANK 34 64.4 110 32 32 191 
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COPPER COMPRESSION CRIMP LINKS 

STANDARD RANGE 
 
 
 
 
 
 
 
 
 
 
Technical Data: 

 Electrolytic Copper 99.95% purity 

 Annealed material ensures optimal crimping properties. 

 Tin plated surface 

 Internal chamfer for easy cable insertion 

 Operating temperature – 55oC to 155oC 

 For flexible and stranded CU conductors 

 Voltage rating – according to AS/NZS4325-Part 1 up to 30kV (Um 36kV) 
 

CATALOGUE NO CABLE mm2 
BARREL ID (mm) TOTAL LENGTH (mm) 

A J 

LINK-CU-1.5 1.5 1.8 22 

LINK-CU-2.5 2.5 2.4 22 

LINK-CU-4 4 3.1 22 

LINK-CU-6 6 3.8 22 

LINK-CU-10 10 4.7 22 

LINK-CU-16 16 5.5 44 

LINK-CU-25 25 7.1 47 

LINK -CU-35 35 8.2 47 

LINK-CU-50 50 9.5 47 

LINK-CU-70 70 11.2 50 

LINK-CU-95 95 13.5 54 

LINK-CU-120 120 15.6 65 

LINK-CU-150 150 16.7 65 

LINK-CU-185 185 18.4 65 

LINK-CU-240 240 21.2 90 

LINK-CU-300 300 23.5 90 

LINK-CU-400 400 26.8 90 

LINK-CU-500 500 30 112 

LINK-CU-630 630 34 112 

LINK-CU-800 800 39.3 230 

LINK-CU-1000 1000 44 230 
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COPPER COMPRESSION BARRIER LINK 

HEAVY DUTY 
 

Designed for paper lead cables or in any situation where an impermeable barrier to oil or moisture is required. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Features:  

 For use with oil filled cables 

 Solid drawn copper rod 

 Electro tinned 

 Solid Centre barriers 

 Ends reamed 

 Excellent as water barrier 
 
 
Technical Data: 

 Electrolytic Copper 99.95% purity 

 Tin plated surface 

 Internal chamfer for easy cable insertion 

 Operating temperature – 55oC to 155oC 

 For flexible and stranded CU conductors 

 Voltage rating – according to AS/NZS4325-Part 1 up to 30kV (Um 36kV) 

 Annealed material ensures optimal crimping properties 
 

CATALOGUE NO DESCRIPTION 
CONDUCTOR 

SIZE mm2 
DIMENSION A 

(mm) 
DIMENSION C 

(mm) 
D 

(mm) 
E 

(mm) 

LINK-GT-10 Copper Link 10 4.7 35 9 13 

LINK-GT-16 Copper Link 16 5.5 56 11 21 

LINK-GT-25 Copper Link 25 7.1 60 11 21 

LINK-GT-35 Copper Link 35 8.4 60 10 21 

LINK-GT-50 Copper Link 50 9.5 65 12.5 22 

LINK-GT-70 Copper Link 70 11 70 12.5 24 

LINK-GT-95 Copper Link 95 13.4 80 15.5 27 

LINK-GT-120 Copper Link 120 15.5 85 13.5 30 

LINK-GT-150 Copper Link 150 16.3 85 12.5 30 

LINK-GT-185 Copper Link 185 18.4 90 12.5 32 

LINK-GT-240 Copper Link 240 21.2 105 13.5 38 

LINK-GT-300 Copper Link 300 23.8 115 14.5 42 

 
The products are designed, manufactured, tested, and comply with international standards BS, DIN & IEC. 
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BI-METAL COMPRESSION LINKS 

 
 
 
 

 
 
Bi-metal links are suitable for transition connection of the circular aluminium conductors and stranded sector 
aluminium conductors, in the distribution equipment and copper terminals of the electrical equipment. They are 
made from CU 99.9% purity and AL 99.5% purity. 
 
The barrel is friction welded, so that the best possible transition between copper palm and aluminium barrel is 
achieved. The aluminium barrel is filled with joint compound and capped to avoid oxidization. 
 

CATALOGUE NO 
NONIMAL 

CONDUCTOR 

ALUMINIUM COPPER 
TOTAL 

LENGTH NO OF 
CRIMPS C (mm) B (mm) C1 (mm) B1 (mm) J (mm) 

LINK-BI-25/10 25/10 7.5 32 4.5 21 70 1 

LINK-BI-25/25 25/25 7.5 32 7.5 21 70 1 

LINK-BI-35/16 35/16 8.5 32 5.5 21 70 1 

LINK-BI-35/25 35/25 8.5 32 7.5 21 70 1 

LINK-BI-35/35 35/35 8.5 32 8.5 21 70 1 

LINK-BI-50/16 50/16 9.5 32 5.5 21 70 1 

LINK-BI-50/25 50/25 9.5 32 7.5 21 70 1 

LINK-BI-50/35 50/35 9.5 32 8.5 24 70 1 

LINK-BI-50/50 50/50 9.5 32 9.5 24 70 1 

LINK-BI-70/16 70/16 11.5 32 5.5 21 70 1 

LINK-BI-70/25 70/25 11.5 32 7.5 21 70 1 

LINK-BI-70/35 70/35 11.5 32 8.5 24 70 1 

LINK-BI-70/50 70/50 11.5 32 9.5 24 70 1 

LINK-BI-70/70 70/70 11.5 32 11.5 24 70 1 

LINK-BI-95/16 95/16 13.5 60 5.5 21 110 1 

LINK-BI-95/25 95/25 13.5 60 7.5 24 110 1 

LINK-BI-95/35 95/35 13.5 60 8.5 24 110 1 

LINK-BI-95/50 95/50 13.5 60 9.5 24 110 1 

LINK-BI-95/70 95/70 13.5 60 11.5 32 110 1 

LINK-BI-95/95 95/95 13.5 60 13.5 32 110 1 

LINK-BI-120/16 120/16 15.5 60 5.5 21 110 1 

LINK-BI-120/25 120/25 15.5 60 7.5 24 110 1 

LINK-BI-120/35 120/35 15.5 60 8.5 24 110 1 

LINK-BI-120/50 120/50 15.5 60 9.5 32 110 1 

LINK-BI-120/70 120/70 15.5 60 11.5 32 110 1 

LINK-BI-120/95 120/95 15.5 60 13.5 32 110 1 

LINK-BI-120/120 120/120 15.5 60 15.5 32 110 1 

LINK-BI-150/16 150/16 16.5 60 5.5 21 110 1 

LINK-BI-150/25 150/25 16.5 60 7.5 24 110 1 

LINK-BI-150/35 150/35 16.5 60 8.5 24 110 1 

LINK-BI-150/50 150/50 16.5 60 9.5 32 110 1 

LINK-BI-150/70 150/70 16.5 60 11.5 32 110 1 

LINK-BI-150/95 150/95 16.5 60 13.5 40 110 1 

LINK-BI-150/120 150/120 16.5 60 15.5 40 110 1 

LINK-BI-150/150 150/150 16.5 60 16.5 40 120 1 

LINK-BI-185/120 185/120 18.0 60 16.5 40 120 1 

LINK-BI-185/150 185/150 18.0 60 16.5 40 120 1 

LINK-BI-185/185 185/185 18.0 60 18.5 40 120 1 
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BI-METAL COMPRESSION LINKS 

Cont. 
 
 
 
 
 

CATALOGUE NO 
NONIMAL 

CONDUCTOR 

ALUMINIUM COPPER 
TOTAL 

LENGTH NO OF 
CRIMPS C (mm) B (mm) C1 (mm) B1 (mm) J (mm) 

LINK-BI-240/150 240/150 22.0 60 18.5 40 120 1 

LINK-BI-240/185 240/185 22.0 60 18.5 40 120 1 

LINK-BI-240/240 240/240 22.0 60 21.5 40 120 3 

LINK-BI-300/185 300/185 23.5 60 21.5 40 120 3 

LINK-BI-300/240 300/240 23.5 60 21.5 40 120 3 

LINK-BI-300/300 300/300 23.5 60 23.5 40 120 3 

LINK-BI-400/185 400/185 26.5 75 21.4 40 155 3 

LINK-BI-400/240 400/240 26.5 75 23.5 55 155 3 

LINK-BI-400/300 400/300 26.5 75 23.5 55 155 3 
LINK-BI-400/400 400/400 26.5 75 26.5 55 155 3 
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BI-METAL COMPRESSION LUGS 

 

Bi-metal lugs are suitable for transition connection of the circular aluminium conductors and stranded sector 
aluminium conductors in the distribution equipment and copper terminals of the electrical equipment. They are 
made from CU 99.9% purity and AL 99.5% purity. 
 

The barrel is friction welded to the palm so that the best possible transition between copper palm and 
aluminium barrel is achieved. The barrel is filled with joint compound and capped to avoid oxidization. 
 

CATALOGUE NO 
CABLE 

CONDUCTOR 
STUD 
HOLE 

DIMENSIONS (mm) NO OF 
CRIMPS A B D E G H 

LUG-BI-16M8 16 8.5 75 32 5.5 20 24 4.5 1 

LUG-BI-16M10 16 10.5 75 32 5.5 20 24 4.5 1 

LUG-BI-16M12 16 12.5 75 32 5.5 20 24 4.5 1 

LUG-BI-25M10 25 10.5 75 32 7.5 20 24 4.5 1 

LUG-BI-25M12 25 12.5 75 32 7.5 20 24 4.5 1 

LUG-BI-35M8 35 8.5 75 32 8.5 20 24 4.5 1 

LUG-BI-35M10 35 10.5 75 32 8.5 20 24 4.5 1 

LUG-BI-35M12 35 12.5 75 32 8.5 20 24 4.5 1 

LUG-BI-50M10 50 10.5 75 32 9.5 24 26 4.5 1 

LUG-BI-50M12 50 12.5 75 32 9.5 24 26 4.5 1 

LUG-BI-70M10 70 10.5 75 32 11.5 24 26 4.5 1 

LUG-BI-70M12 70 12.5 75 32 11.5 24 26 4.5 1 

LUG-BI-70M16 70 17 75 32 11.5 24 26 4.5 1 

LUG-BI-95M10 95 10.5 115 60 13.5 24 26 6 2 

LUG-BI-95M12 95 12.5 115 60 13.5 24 26 6 2 

LUG-BI-120M10 120 10.5 115 60 15.5 30 33 6 2 

LUG-BI-120M12 120 12.5 115 60 15.5 30 33 6 2 

LUG-BI-120BL 120 BLANK 115 60 15.5 30 33 6 2 

LUG-BI-150M10 150 10.5 120 60 16.5 30 33 7 2 

LUG-BI-150M12 150 12.5 120 60 16.5 30 33 7 2 

LUG-BI-150BL 150 BLANK 120 60 16.5 30 33 7 2 

LUG-BI-185M10 185 10.5 120 60 18.5 35 38 7 2 

LUG-BI-185M12 185 12.5 120 60 18.5 35 38 7 2 

LUG-BI-185BL 185 BLANK 120 60 18.5 35 38 7 2 

LUG-BI-240M10 240 10.5 135 60 22 35 38 7 2 

LUG-BI-240M12 240 12.5 135 60 22 35 38 7 2 

LUG-BI-240BL 240 BLANK 135 60 22 35 38 7 2 

LUG-BI-300M10 300 10.5 135 60 23.5 36 38 7 2 

LUG-BI-300M12 300 12.5 135 60 23.5 36 38 7 2 

LUG-BI-300BL 300 BLANK 135 60 23.5 36 38 7 2 

LUG-BI-400M10 400 10.5 165 70 26.5 50 58 10 2 

LUG-BI-400M12 400 12.5 165 70 26.5 50 58 10 2 

LUG-BI-400BL 400 BLANK 165 70 26.5 50 58 10 2 

LUG-BI-500BL 500 BLANK 160 70 30 50 58 10 2 

LUG-BI-630BL 630 BLANK 175 70 34 60 68 10 2 
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BI-METAL CIRCUIT BREAKER  

COMPRESSION LUGS 
 

                                      
 

   
CATALOGUE 

NUMBER 
CABLE 
MM² 

STUD 
HOLE 

DIMENSIONS (mm) 
A/F 

A B D W P G F L L1 

LUG-BI-CB-16M6 16 6.5 70.0 32 5.5 14.5 17.5 8.0 3.2 25.0 45 9.0 

LUG-BI-CB-16M8 16 8.5 70.0 32 5.5 14.5 17.5 8.0 3.2 25.0 45 9.0 

LUG-BI-CB-25M6 25 6.5 73.0 32 7.5 14.5 17.5 8.0 3 28.0 45 9.0 

LUG-BI-CB-25M8 25 8.5 73.0 32 7.5 14.5 17.5 8.0 3 28.0 45 9.0 

LUG-BI-CB-35M8 35 8.5 77.0 32 8.5 16 18.5 8.0 3.3 32.0 45 13.2 

LUG-BI-CB-50M8 50 8.5 73.0 32 9.5 16 22 8.0 3.5 35.0 38 17.3 

LUG-BI-CB-50M10 50 10.5 73.0 32 9.5 16 22 8.0 3.5 35.0 38 17.3 

LUG-BI-CB-70M8 70 8.5 73.0 32 11.5 16 22 8.0 4.5 35.0 38 17.3 

LUG-BI-CB-70M10 70 10.5 73.0 32 11.5 16 22 8.0 4.5 35.0 38 17.3 

LUG-BI-CB-95M8 95 8.5 113.0 60 13.5 16 22 8.0 5.6 35.0 78 17.3 

LUG-BI-CB-95M10 95 10.5 113.0 60 13.5 16 22 8.0 5.6 35.0 78 17.3 

LUG-BI-CB-120M8 120 8.5 108.0 60 15.5 22 25 11.0 5.5 39.0 69 17.3 

LUG-BI-CB-120M10 120 10.5 108.0 60 15.5 22 25 11.0 5.5 39.0 69 17.3 

LUG-BI-CB-150M8 150 8.5 113.0 60 16.5 22 24 11.0 5.7 39.0 74 22.0 

LUG-BI-CB-150M10 150 10.5 113.0 60 16.5 22 24 11.0 5.7 39.0 74 22.0 

LUG-BI-CB-185M10 185 10.5 110.0 60 18.5 22 26 11.0 6.6 42.0 68 22.0 

LUG-BI-CB-185M12 185 13 110.0 60 18.5 22 26 11.0 6.6 42.0 68 22.0 

LUG-BI-CB-240M10 240 10.5 140.0 60 22 25 33 12.6 8.3 57.0 83 28.4 

LUG-BI-CB-240M12 240 13 140.0 60 22 25 33 12.6 8.3 57.0 83 28.4 

LUG-BI-CB-240M16 240 17 140.0 60 22 25 33 12.3 8.3 57.0 83 28.4 

LUG-BI-CB-300M12 300 13 137.0 60 23.5 25 34 12.6 9 58.0 79 28.4 

LUG-BI-CB-300M16 300 17 137.0 60 23.5 25 34 12.0 9 58.0 79 28.4 

LUG-BI-CB-400M12 400 13 144.0 70 26.5 27 34 15.0 11.2 59.0 85 39.0 

LUG-BI-CB-400M16 400 17 144.0 70 26.5 27 34 14.7 11.2 59.0 85 39.0 

LUG-BI-CB-500M12 500 13 144.0 70 30 32 35 16.0 11.2 59.0 85 43.2 

LUG-BI-CB-500M16 500 17 144.0 70 30 32 35 16.0 11.2 59.0 85 43.2 

LUG-BI-CB-630M12 630 13 162.0 70 34 38 47 19.0 12.4 72.0 90 43.2 

LUG-BI-CB-630M16 630 17 162.0 70 34 38 47 19.0 12.4 72.0 90 43.2 
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MECHANICAL CONNECTORS 

AMB SHEAR BOLT 

 

 
Features: 

 Wide application range 

 Compact design requires little installation space 

 Suitable for both copper and aluminium cables 

 Can be used for both solid and stranded cables 

 Can be used with Class 5 Flexible cable (Cu or AL) as longs as core diameter is .4mm or greater 

 Torque-controlled shear-head bolts guarantee a good electrical contact 

 Easy installation with stranded socket spanner 

 Pre-engineered design for perfect fit in medium voltage cable accessories up to 42kV 

 Connector and lug bodies are made of a high-tensile tin-plated aluminium alloy 
 
 

CATALOGUE NO 

NOMINAL 
CROSS 

SECTION 
mm2 

DIMENSIONS (mm) CONTACT 
BOLT 

QUANTITY 
B L AF 

LINK-AMB-25/95 25 – 95 24 65 13 2 

LINK-AMB-35/150 35 – 150 28 80 17 2 

LINK-AMB-95/240 95 – 240 33 125 19 4 

LINK-AMB-120/300 120 – 300 37 140 22 4 

LINK-AMB-185/400 185 – 400 42 170 24 6 

LINK-AMB-500/630 500 – 630 50 200 27 6 

LINK-AMB-630/800 630 – 800 56 270 27 8 

 

 
 

CE 
APPROVED 

cc 0 
L 
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MECHANICAL LUGS 

AML SHEAR BOLT 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Features: 

 Wide application range 

 Compact design requires little installation space 

 Suitable for both copper and aluminium cables 

 Can be used for both solid and stranded cables 

 Can be used with Class 5 Flexible cable (Cu or AL) as longs as core diameter is .4mm or greater 

 Torque-controlled shear-head bolts guarantee a good electrical contact 

 Easy installation with stranded socket spanner 

 Pre-engineered design for perfect fit in medium voltage cable accessories up to 42kV 

 Lugs are suitable for outdoor and indoor applications and are available with different palm hole sizes 

 Connector and lug bodies are made of a high-tensile tin-plated aluminium alloy 

 Special grooves on back of palm designed to increase the pressure of contact surface 
 

CATALOGUE NO 

NOMINAL 
CROSS 

SECTION 
mm2 

DIMENSIONS mm CONTACT 
BOLT 

QUANTITY 
B L AF 

LUG-AML-25/95M12 25 – 95 24 60 13 1 

LUG-AML-35/150M12 35 – 150 28 86 13 1 

LUG-AML-95/240M12 95 – 240 33 112 19 2 

LUG-AML-120/300M12 120 – 300 37 120 22 2 

LUG-AML-185/400M12 185 – 400 42 137 22 3 

LUG-AML-500/630M12 500 – 630 48 140 27 3 

LUG-AML-630/800M12 630 – 800 55 165 27 4 

 

** AVAILABLE IN M16 HOLE** 
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CONVENTIONAL “C” CONNECTORS 

CACC SERIES 
 

CJS Conventional C crimps are manufactured from 
high purity copper and suitable for several uses for 
tapping off overhead distribution lines to cable to be 
formed without cutting the main cable.  
Open tolerance up to mm +/- 0.5 

 

CATALOGUE NO 

CONDUCTOR RANGE mm2 (RUN 
OR TAP) 

DIMESIONS (mm) 

MIN MAX A B C 

CACC-25 16 25 21.4 13 17 

CACC-35 35 35 26.3 14.5 21 

CACC-70 50 70 34 21 28 

CACC-95 70 95 40 25.4 29 

CACC-120 110 125 45 28 30 
 

WIDE JAW “C” CONNECTORS 
CACD SERIES 

 
CJS Wide Jaw Connectors are manufactured from high purity 
copper and are suitable for buried joining and tapping 
applications. Open tolerance up to mm +/- 0.5 

 
 

 

CATALOGUE NO 

CONDUCTOR RANGE mm2 (RUN 
OR TAP) 

DIMESIONS (mm) 

MIN MAX A B C 

CACD35 10 35 30.0 14.3 19.0 

CACD70 35 70 39.0 19.0 19.0 

CACD120 95 120 52.0 24.0 22.0 

CACD240 150 240 74.0 34.4 28.0 

MUTLI-FIT CACE “C” CRIMP 
CACE SERIES 

 
CJS Multi-fit C crimps are manufactured from high purity ETP 
copper and suitable for several uses for tapping off overhead 
distribution lines or to create earthing networks, allows 
connections to cable to be formed without cutting the main cable. 
Open tolerance up to mm +/- 0.5 
 

 

CATALOGUE NO 

CONDUCTOR RANGE mm2 DIMESIONS (mm) 

RUN TAP 

MIN MAX MIN MAX A B C 

CACE-35/70 35 70 10 35 36.1 18.2 19 

CACE-70/120 95 120 10 70 50.5 22.3 19 

CACE-70/240 150 240 10 70 61.8 31.1 22 

CACE-120/240 150 240 95 120 67.9 32.7 28 

B -------+ 

A 

14---- c -----+I 



88 
 

 
BRASS TUNNEL SHEAR CONNECTOR 

 
 
Features: 

 These connectors are composed of a brass body with  
shear off brass bolts 

 Suitable for both aluminium and copper conductors 

 Can be used as a reducing link to suit cables of difference  
sizes 

 No crimping tool required 

 Shear type bolts with allen key head 

 Required torque is achieved by tightening the shear bolt  
until it snaps off 

 
 

CATALOGUE NO DESCRIPTION 
DIMENSIONS (mm) INSTALLATION 

TOOL 

CABLE SIZE 
RANGE (mm2) 

L D 

BTSC-1 Brass Tunnel Shear 
Connector 

41 12 3mm Allen Key 4 – 35 

BTSC-2 Brass Tunnel Shear 
Connector 

45 14 5mm Allen Key 4 – 50 

BTSC-3 Brass Tunnel Shear 
Connector 

53 16 5mm Allen Key 16 - 70 

 

SPLIT BOLT CONNECTORS 
Our range of split bolt connectors are used for jointing aerial hard drawn copper conductors and to secure a 
wide range of standard copper conductors. Split bolts are made from a high conductivity copper alloy with 
captive saddle which applies an evenly distributed pressure to conductors. These split bolt connectors can be 
tensioned using a standard linesman’s spanner.  
 

 
Operating Temperature: -55oC to 100oC 
 

CATALOGUE NO DESCRIPTION L (mm) M H (mm) S (mm) 

S/B-16 Split Bolt 20 M17 x 2.5 6 18 

S/B-25 Split Bolt 27 M19 x 2.5 7 20 

S/B-35 Split Bolt 35 M21 x 2.5 7 22 

S/B-50-70 Split Bolt 42 M23 x 2.5 11 24 

S/B-95-120 Split Bolt 45 M25 x 2.5 14 26 

S/B-150-185 Split Bolt 60 M29 x 2.5 17 30 

S/B-185-240 Split Bolt 72 M31 X 2.5 20 32 
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CRIMPING TERMINAL KIT 

CJS-CTK 2.5 – 16mm2 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

CONTENT 475 PIECES 

ITEM QTY 

LUG-CU-2.5M5 50 

LUG-CU-2.5M6 50 

LUG-CU-4M6 50 

LUG-CU-6M6 50 

LUG-CU-10M6 25 

LUG-CU-16M6 25 

LUG-CU-16M8 25 
LINK-CU-2.5 50 

LINK-CU-4 50 

LINK-CU-6 50 

LINK-CU-10 25 

LINK-CU-16 25 

 
 
 

 
 
 
 
 

CATALOGUE NO DESCRIPTION 

TOOL-T-S16L 
Non-insulated Terminal 

Crimper  
1.25 – 16mm2 

-CJS 

CABLE JOINTING 

CRIMPING TERMINAL KIT 

QTY: 475 
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ELECTRICAL JOINTING COMPOUND 

ALUMINIUM OXIDE PASTE 
 
 

 
 
 
CJS’s jointing compounds are formulated to improve jointing conductivity and inhabit oxidization and corrosion 
between jointing contact areas. Jointing compound should always be applied to the contact surfaces of all 
aluminium to aluminium, aluminium to copper and copper to copper connections prior to compression or 
bolting. 
 
EP-Uniseal is grease which contains lithium and zinc. It can be stable even in 150oC. The grease can prevent 
water and contaminants from interfering with the connection and prevents the formation of surface oxide. The 
zinc particles work to breakdown existing oxide on the conducting surfaces when those surfaces are brought 
together under pressure. 
 
EP-Uniseal is the ideal choice using in the connection between aluminium to aluminium, aluminium to copper or 
bolts. 
 
Features: 

 Inhabit oxidization and corrosion 

 Improve jointing conductivity 

 Prevent water and contaminants 
 

CATALOGUE NO DESCRIPTION PACKAGING 

ALUMINOX-100G Aluminium/Copper Joint Compound 100g Tube 
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CABLE TERMINATIONS AND JOINT KITS 

 
Cable Jointing Supplies offer a full range of HV termination and jointing kits to suit both polymeric XLPE and PILC 
cables ranging from 3.3kV through to 33kV, we also specialise in made to order kits for mining trailing cables. 
 
 

 
 
Cable Jointing Supplies also offer a comprehensive range of accessories from connectors to dead break elbows to 
complete the terminations and joints. 
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HEAT SHRINKABLE 

MEDIUM VOLTAGE CABLE TERMINATION KITS 
UP TO 36kV 

INDOOR & OUTDOOR SERIES 
 

SINGLE CORE     THREE CORE 
 

 
 
 

CJS Indoor and Outdoor termination kits type HVT are designed to cover single and three core plastic insulated 
cables with steel wire/tape armour, copper wire/tape screen. CJS offer a comprehensive range of terminations 
for a variety of cables used by electrical and industrial contractors. Our designs cover a wide application cross 
section from 16mm2 – 1000mm2. 
 
Features: 

 High mechanical strength 

 Wide cross section range 

 Increased UV and weathering stability 

 Unlimited shelf life and allows immediate re-energizing 
 
The CJS product ranges have been tested to IEC60502.4 Standards. (Test Reports available on request). 
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SINGLE CORE SERIES  

3 CORE SERIES 

COPPERTAPESCREEN 

0 Lug 

Sealing Mastic 

Non Track Tube 

Sealing Mastic 

3 Core Copper Screen 

X.PE 

St1ess Control Tube. 

Red Anti-:rack Tube 

St-ess r ... ·lastic ----½ 
Si!m i :❖n ----' 

Red Ar ti-t•~d t,1bstic ----
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COPPER WIRE SCR EEN 

Sealing Mastic 

Lug 

Sealing Mastic 
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XLPE Insulation 

Creepl!lge Sheds 

3 Core Copper Tape Screen 

Pe1 Anti-track Tube 
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